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Fom a - E OF UTAH

DIVISIONOF OIL, GAS AND MINING
Ik Laase Designadon and Sedal Number:

ML-48428

APPLICATIONFOR PERMITTO DRILL OR DEEPEN 8.W «TdbeName:

TypedWork: DRILLO DEEPENO
'""" None:

B TrP•d OILO G^s OTHER:SgATTEST 4 SINGLE ZONE[$ MULTIPLEZONEO 8. Fem Name:

Wolverine Gas and Oil Corporation 'UÎahtate 1-36

3.hidiessandTelephoneNumb.: One Riverfront Plaza (616)458-1150 10.ReidendPool,orWidant

Grand Rapids, MI 49503-2616 Wildcat
4 a......«w..y.omo..) 3300 FEL 2100 FNL (3 g is.airar........y..niblP.Aange,Meddlan:

na.....amoa..inazon.: same USE
TS1E5SR1.5WSec36

14. Distance in mies and dkocion om neaiset townor post olHos: 12. County: 13, State:

Approx. 15 miles southwest of Levan, UT 3uab ""

16. Distance to nement 16. Numberof acies in lease: 17. Number of acies assigned ¾1hls wei:
ww.v-a--wes-e: 2100 ft 631.80 160.00

la Dillance to naaloit Wel, diiing, 10. Pronoemd Danth: 20. Rotary or cablem

...,s.tad,arappiedior,m isleasegoet: N/A 2,000 ft Rotary

21. Eisuudensghowwhether DF,NT,GR, etc.): 22. Appmimate date workwil stait:

5,150 GR March 15, 2001

a PROPOSED CASINGANE CEMEN¶NG PROGRAM
SRE OF HOLE GRADE,BRE OFCASBIG WBGHTPERFOOT SERWS DEPN QUmmYOF CEMOR

8-3/4" 6-5/8" 32 lbs/ft 100• iŠ4 gallons of Class "A"

6" 4-1/?" 11,6 1bs/ft 1,100' 707 gallons of Class "G"
3.850" Open Hol.e ------- 2,000'

DEscneE PaoPoeED PROGRAM: Wproposal b to deepen, give dein en piesent producise anne and pioposed new pmducive anne. Epmposal b toddi er deepen dliacioneRy. give pergnent dalm en

subauliace incedone and measuled and ue verUcaldepits. Give tilomautpieventer pogram, &any.

The hole plan will be as follows:

0-100' 8-3/4" hole 6-5/8" casing, 32 1bs/ft K55 ST&C
Set Diverter
Rotary Drill 100 feet to 1,100 feet, 6" hole, Set 4-1/2" x 4" casing, 11.6 1bs/ft K55 ST&C
Core Using HMCQWireline Retrieved Core Barrel, 1,100 feet to 2,000' (3.850 Hole x 2.5"
core)
Plug and Adandon and reclaim surface.

Bond is held by the School gndInstitutional Trust Lands Administration by Certificate
of Deposit held n Bank, Account // 19-10720-0 (See attached 2copy)01

--· Revi-IVED
m,....,-. 3-o?3-3po/ ==- APRI 7 2001

DIVISIONOF
OIL, GAS AND MINING

(093) (See instructions on Reverse



im

Section 36,«.15 S., R.1 1/2W., S.L.B. M.
EAST

· I I
C.C.SEC.

EXHIBIT 'A'

1300' ci
WELL LDCATION o

o

BASIS OF BEARING LEGEND
= VELL LOCATIONNORTH ALONG

= MONUMENTEDSECTION CORNERTHE EAST
SECTION LINE.

= UNMONUMENTEDSECTIONCORNER

CERTlPICATION

I, STEPHEN L. LUDLOW, DO HEREBY CERTIFY THAT I AM A REGISTERED LAND gg LA#pSURVEYOR AND TilAT illOLD CElr11FICATE NO. 152774 AS PRESCRIBED UNDER STHE LAWSOF THE STATF.OF UTAH. TFURTHER CERTIFY THAT A SURVEY HAS
.pBEEN MADE OF THE LAND SHOWN AND DESCRIBED HEREON. I FURTHER

CERTIFY TllAT TilIS SURVEY IS A CORRECT REPRESENTATION OF THE UND STEPHEN L. (SURVEVED AND HAS BEEN PRFPARED IN CONFORMITY WITH THE MINIMUM o- LUDLOW oSTAN S AND RE UIREMENTS OF THE LAW. A No. 152774
N

L IDIEar BASTa

PLAT PREPARED BY WELL LOCATION PIAT FOR
WOLVERINE GAS AND OIL COMPANYLUDLOWENGINEERING UTAH STATE 1-36

645 NORTH MAIN STREET TOWNSHIP 15 SOUTH RANGENEPßI, UTAH, 84648 1 1/2 WEST SLBk
PHONE 823--089Ý SECTION 86 : SE1/4 NW1/4

380V FEL 2100' FNL
FBÆ NUMBER LB1008 JUAB COUNTY,



STATE ACTIONS
State Clearinghouse Coordinator
116 State Capitol, SLC, UT 84114

538-1535
1. Administering State Agency 2. State Application Identifier Number: (assigned by

Oil, Gas and Mining State Clearinghouse)
1594 West North Temple, Suite 1210
Salt Lake City, UT 84114-5801

3. Approximate date project will start:
Upon Approval

4. Areawide clearinghouse(s) receiving state action: (to be sent out by agency in block 1)

Six County Association of Governments

5. Type of action: / / Lease IX / Permit / / License / / Land Acquisition

/ / Land Sale / / Land Exchange / / Other

6. Title of proposed action:

Application for Permit to Drill

7. Description:

Wolverine Gas and Oil Corporation proposes to drill a strat9graphic test hole identified as Utah State 1-36 on State lease
ML 48428, Juab County, Utah. This action is being presented to the RDCC for consideration of resource issues affecting
state interests. The Division of Oil, Gas and Mining is the primary administrative agency in this action and must issue
approval before operations commence.

8. Land affected (site location map required) (indicate county)

SE/4, NWl4, Section 36, Township 15 South, Range 1.5 West, Juab County, Utah

9. Has the local government(s) been contacted?
No

10. Possible significant impacts likely to occur:

Minimal and temporary impact is anticipated as this hole is being drilled only to obtain scientific and geologic data.

11. Name and phone of district representative from your agency near project site, if applicable:

12. For further information, contact: 13. Signature and title of authorized officer

Lisha Cordova
Phone: (801) 538-5296

John R. Baza, Associat Director
D te: April 20,



FOAM a FATEOF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

,
ML-48428

APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6.find orWNarne.

7. UnitAgreement Name:
1A.Typoof Work: DRILLO DEEPEN O N/A

e.Type of W•II: OIL GAS OTHER:STRATTEST SINGLE ZONE M TIPLEZONE 6. Farm Name:

2 Name of Operator: .
9. Well Number:

Wolverine Gas and Oil Corporation Utah State 1-36
3AddressandTelephoneNumber One Riverfront Plaza (616)4 8-1150 10.FleidandPool,orWildcat

Grand Rapids, MI 49503-2616 Wildcat
' '**"f°°'""> 3300 FEL 2100 FNL /// 11.Qtr/Qtr,Section,Township,Aange,Meridian:

nauw.=: pj / SEfNW# - Sec 36
MPopadProducirgZwm: Same T15S,R1.5W, SLM

14. Distance in milesand direcdon from n townor post office: 12. County: 13. State:

Approx. 15 milek,southwest of Levan, U 3uab "'

15. Distance to nearest 16. Number of acres lease: 17. Number af acres assigned to this well:
w-wore--n-a-4: 2100 ft 631 80 160.00

18. Dislance to nearest well,driing, 19. Proonsad : 20. Rotary or cable tools:
carnpleted, or appHed ¾r, on this lease goet): N/ A 2 , O ft Rot ary

21. Elevallons (showwhether DF, RT, GR, etc.): 22. Approximate daís workwill stalt:

5,150 GR '\, March 15, 2001
23 PROPOSED C ING ANE CEMENTING PROGRAM

SIZE OF HOLE GAADE, SIZE OF CASING WEIG OOT SETTING DEPTH QUANTITYOF CEMENT

8-3/4" 6-5/8" 32 1¢s/ft' 1001 134 gallons of Class "A"
6" _ 4-1/2" 11. lbs/ft' 1,100' 707 gallons of Class "G"
3.850" Open Hole - ----- ', 2,000'

DESCAIBE PAOPOSED PAOGAAM: Wproposal is to deepen, give data present produclive zone and proposed zone. Wproposal is to dril or deepen dilecilanelly, give peltinent data on
subsurface locations and measured and true vertical depths. Give preventer program, Wany.

The hole plan will be as fo lows:

0-1001 8-3/4" hole 6-5/8" casing, 32 1bs/ft K55 S C
Set Diverter
Rotary Drill 100 feet to ,100 feet, 6" hole, Set 4-1/2" x 4" casing, 11.6 lbs/ft K55 ST&C
Core Using HMCQWireline Retrieved Core Barrel, 1,100 feet to 2,000' (3.850 Hole x 2.5"
core)
Plug and Adandon and r claim surface.

Bond is held by the hool and Institutional Trust Lands Administration by Certificate
of Deposit held with'Brighton Bank, Account // 19-10720-0 (See attached copy)

N e&Signature: Tde. Agent o.. 2/16/01
Ma k lar

(Thie space for State use only)

API Number Assigned: Approval

(1\93) (See Instructions on Reverse



Section 3( T.15 S., R.1 1/2W., S.L.BW M.
EAST

C.C.SEC.
31

EXHIBIT 'A'
I
I

1300' ciWELL IDCATION o

o

FJ

BASIS OF BEARING IEGEND
© = VELL LOCATIONNORTH AIßNG g = MONUMENTEDSECTIONCORNERTHE EAST

SECTION LINE. # = UNMONUMENTEDSECTIONCORNER

CERTlFICATION

I, STEPHEN L LUDLOW, DO HEREBY CERTIFY THAT I AM A REGISTEREDLAND ggt LAggSURVEYOR AND T11ATI IlOLD CERTIFICATE NO. 152774 AS PRESCRIBED UNDER STHE LAWS OF THE STATE OF UTAN. I FURTHER CERTIFY THAT A SURVEY HAS pBEEN MADE OF THE LAND SHOWN AND DESCRIBED HEREON. I FURTHER
CERTIFY TllAT TIIIS SURVEY IS A CORRECT REPRESENTATION OF TllE L STEPHEN L. (SURVEVED AND HAS BEEN PREPARED 1NCONFORMITY WITH THE MINIMUM LUDLOW oSTAN S AND RE UlREMENTS OF THE LAW.

No. 152774 *

* NL Ltatar DRE:

PLAT PREPARED BY WELL LOCATION PIAT FOR
WOLVERINE GAS AND OIL COMPANYLUDLOW ENGINEERING

UTAH STATE 1-36645 NORTH MAIN STREET TOWNSHIP 15 SOUTH RANGENEPßI, UTAH, 84848 1 1/2 WEST SLBM
PHONE 623-089Ý SECTION 86 : SE1/4 NW1/48800* FEL 2100' FNL

F1LE NUMBER LE1008 JUAB COUNTY,



Wolverine Gas & Oil
Utah State 1-36
Surface Location:
3300' FEL & 2100' FNL
Section 36: SENW, Township 15 South, Range 1½ West
Juab County, Utah

All lease operations will fully comply with applicable laws, regulations (R649-3), the Utah Oil &
Gas Conservation General Rules. The operator, Wolverine Gas & Oil Corporation, is fully
responsible for the actions of its subcontractors. Wolverine Gas & Oil Corporation will furnish a
copy of these conditions to its field representative to ensure compliance.

Drilling Program

Surface Formation and Estimated Formations Tops:

All depths are true vertical and based on a ground level of 5,042 feet, except where noted. Ground
Level ("GL") is from enclosed survey.

Formation Depth
From GL (feet)

Flagstaff 0
North Horn 1,100
Williams Peak 1,500

TOTAL DEPTH 2,000

The mud program for the well will be fresh water and high yield Wyoming Bentonite. Polymers
may be added when necessary.

Estimated Depth at which oil, eas, water or other mineral bearing zones are expected to be
encountered.

The primary objective of thiswell is to log and test the potential of the Williams Peak formation and
associated coal seams at the depths of 1,100feet to2,000 feet. All shows of fresh water and gas will
be reported and protected. The well will be cored, then plugged and abandoned pursuant to
regulations of the Conservation



BOP Equipment

All BOPE will be testedpursuant to R649-3-7 of theConservation Rules. Minimum specifications
for pressure control equipment are as follows:

Ram Type: Torous Type K stripper will be used with annular, 1,500p.s.i., complete with nitrogen
powered fail-safe backup.

Ram type preventers and associated equipment shall be tested to approved stack working pressure
if isolated by test plug or to 70 percent of internal yield pressure of casing. BOPE schematic
diagram is attached as Exhibit "C".

Casing Program

Pursuant to R649-3-8 of the Conservation Rules, thecasingprogram (as described on Form 3herein)
shall be by pump and plug method. All surface strings will be cemented throughout their lengths.
All horizons penetrated will be protected.

The surface casing will be cemented to surface with 134 gallons of Class "A" cement. The 4½"
casing will be cemented with 707 gallons of Class "B" cement.

The casing program will protect any potential oil and gas horizons, and water zones, and stop any
migration or infiltration of water from other sources and to prevent migration of oil, gas and water
from one horizon to another.

Pursuant to R649-3-12, hydrogen sulfide isnot expected tobe encountered while drilling thiswell.

Integrity tests, pursuant to R649-3-13, will be conducted on casing at the appropriate times,
determined by the Division of Oil, Gas and Mining.

OTHER

Pursuant toR649-3-14, all rubbish and debris shall bekeptat least 100feet from well location, tanks
or any structures. All trashwill be kept in containers on the well site, and will be hauled away at
the completion of drilling operations.

All reasonable precautions pursuant to R649-3-15 shall be taken to avoid pollution.

A small reserve pit for waste mud will be located at the south end of thewell site plan. The pit will
be eight feet x eighteen feet and located on the west side of the site layout, and will be four feet
deep, and hold up to 200 barrels of fluids. Unless otherwise directed at the pre-drill site evaluation,
the pit will not be lined. Rules pursuant to R649-3-16 will be followed regarding the pit.

Upon completion of drilling and coring the well will be plugged and abandoned pursuant to R649-3-
24, and the surface will be restored pursuant to



Surface Use Plan:

A diagram for the surface site plan is attached as Exhibit "D". A truckmounted rig will be used.
Leveling of surface for location site and surface disturbanceof a well pad and access road will not
be required.

Water

Water for drilling will be purchased and hauled to location and stored in storage tanks. Water will
be acquired from StatePermit #66-77 owned by the Bureau of Land Management. Location ofpoint
of diversion is North 4054' and East 4571' from the Southwest Corner of Section 7, Township 16
South, Range l West. Waste water will not be discharged at site and the well will not require a waste
water management



EXHIBIT"A-1" LEGEND
VICINTY MAP = VELL LOCATION

U.S.G.S. GUAD - SKINNER PEAKS y = MONUMENTEDSECTIONCORNER

= UNMONUMENTEDSECTION CORNER

PLAT PREPARED BY WELL LOCATION PIAT FOR
WOLVERINE GAS AND OIL COMPANY

LUDIDW ENGINEERING UTAH STATE 1-36
645 NORTH MAIN STREET TOWNSHIP 16 SOUTH, RANGE
NEPHI, UTAH, 84048 1 1/2 WEST, SLBM
PHONE 623--0897 SECTION 7 : 36: SE1/4 NW1/4

8800' FEL 2100' FNL
FILE NUMBER LE1002 JUAB COUNTY,
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EXHIBIT "C"
I

I i

VOLVERINE GAS & OIL CORPORATION
DIVERTER FOR USE IN COAL BED

METHANECORING OPERATIONS

I
i

OO

. . Top Plate
00

Top Plate
(see X-section)

(2) St i Diverter

4 1/2" Screw-I
Aclapter

MMMM



EXHIBIT "D"

UDR 1500 SITE

WASTE MUD SUMP

MUD TANKO PILL
an OPl PUMP IDOBÐL Mud Storage|

20D 38D

I-1

H LECENTER

RO

IIIIIIIII l
6 D

WATER STORAGE PARTS BD
200 BBL
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IBB MIN



APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/17/2001 API NO. ASSIGNED: 43-023-30016

WELL NAME: UTAH ST 1-36

OPERATOR: CHEVRON USA INC ( NO210 )

CONTACT: DON HAMILTON, AGENT PHONE NUMBER: 435-637-8781

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 36 150S 015W

SURFACE: 2100 FNL 3300 FEL Tech Review Initials Date

BOTTOM: 2100 FNL 3300 FEL Engineering
JUAB

WILDCAT ( 1 ) Geology

LEASE TYPE: 3 - State Surface

LEASE NUMBER: ML-48428A

SURFACE OWNER: 3 - State LATITUDE: 39.46324

PROPOSED FORMATION: NHORN LONGITUDE: -111.9939

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] Ind[] Sta[3] Fee[]
Unit

(No.U89758059 Al )
NI Potash (Y/N) \/' R649-3-2. General

M Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

v/ Water Permit R649-3-3. Exception
(No.66-77 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:
(Date: 05/08/2001 )

Eff Date:
NJA Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

STIPULATIONS: /



OPERATOR: WOLVERINE GAS & OIL (N1655)

SEC. 36, T15S, R1.5W

FIELD: WILDCAT (001)

. . COUNTY: JUAB SPACING: R649-3-2/GEN ST
Utah OilGas and Mining

i

T15S R1.5W
T15S R1W

30

WXOSTATE 1

UTAH ST 1-36 (STRAT)

31 36

T16S R1W

6

PREPARED BY: LCORÐOVA
DATE:



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/17/2001 API NO. ASSIGNED: 43-023-30016

AME
",E NAME: UTMOR 1 DJRAT)

CONTACT: MAR¥e-996AR;-AGENT OLIO C PHONE NUMBER: 510 43 -1160

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 36 1505 015W

SURFACE: 2100 FNL 3300 FEL Tech Review Initials Date

BOTTOM: 2100 FNL 3300 FEL

JUAB

Engineering [g & (

WILDCAT ( 1 ) Geology

LEASE TYPE: 3 - State Surface

LEASE NUMBER: ML-48428

SURFACE OWNER: 3 - State

PROPOSED FORMATION: ©ÅÚÑorn

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat 649-2-3. Unit

Bond: Fed[] Ind(] Sta[3] Fee[] V R649-3-2. General

(No. 15 10520-ü · ÚÔŸÜÔÛ Siting: 460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) R649-3-3. Exception

,611 Shale (Y/N) *190-5 (B) or 190-3
Drilling Unit

v Water Permit
(No. 66-77 ) Board Cause No:

Eff Date:
RDCC Review N) Siting:

(Date: nim,Â<r la É$/)
Fee surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: 9 c MX ST P



State of Utah
Department of Natural Resources

Division of Oil, Gas and Mining

CONDITIONS OF APPROVAL TO PLUG AND ABANDON WELL

API Well Number: 43-023-30016

Well Name and Number: Utah State 1-36

Name of Operator: Wolverine Gas & Oil

APD Receipt Date: July 19, 2001

Date/Initials: July 26, 2001/DKD

The Division based on the following general and specific conditions approves the submitted
APD for Well Abandonment:

GENERAL CONDITIONS

A. Operator shall conduct all plugging and abandonment work in accordance with Utah
Administrative Code R649-3-24.

B. Prior to initiating plugging operations, contact the Division for plugging specifications.
Revisions to the plugging procedure may be necessary based upon presence of gas and or
fresh water encountered while drilling. Operator shall notify the Division at least 24 hours prior
to initiating field activities.

C. Within 30 days following completion of the abandonment, Operator shall submit a subsequent report
to the Division detailing the following:

1. An account of plugging and casing removal procedures, specifications and
quantities of all materials and equipment used, and the depths of all plugs
installed;

2. Records of any tests conducted or measurements collected; and,
3. Amounts, type, and condition of casing removed and location and type of

casing left in the well.

SPECIFIC CONDITIONS

1. A balanced cement plug not less than 100 feet in length shall be centered across the top
of the Williams Peak formation (1450' to 1550'). Allow cement to set and tag plug.

2. A surface cement plug shall be set from 50' below surface casing shoe to surface (250' to
surface). All annuli shall be cemented from 100' to surface.

3. Erect state specification dry hole marker.
4. Reclaim surface per landowner's
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08-02 Chevron Utah ST D6

Casing Schematic

Surface
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8-5/8" urface
MW 8.4 300. MD
Frac 19.3
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984.

5-1/2" Production
MW 8.6 2000.



Michael Hebertson - OOPSil Page 1

From: Michael Hebertson
To: Dave Hebertson; Ed Bonner; Gary Ogborn; Gil Hunt; Glenn Greenhalgh
Date: Tuesday, May 08, 2001 3:54:36 PM
Subject: OOPS!!

Please note the operator had a conflicton the 21ST of May and informed me that Friday the 16th would be
better.

We willmeet at the same hour and same place just a different date.

Please notifyme ifyou plan to attend.

Gary, et al

Here are the well names and locations for the Strat Tests in Juab County:

Utah State 1-36, SE NW Sec. 36 T15S, R1.5W, 3300 FEL 2100 FNL UTM: 4368447 N, 414502 E

Monroe Trust 1-7 Lot 13 Sec. 7, T16S R1W, 2900 FWL 1950 FNL UTM: 4365155 N, 413554 E

We would like to schedule a Pre-Site review of these wells for the week of May 21. It is customary for
Wildlife to participate in these activitieswhenever possible, and where SITLA lands are involved.
The operator is rather new to the state, and is Wolverine Gas and Oil Corp. out of Grand Rapids.

The Pre-Site is scheduled with Mark Dolar for 10:30 AM Monday, May 21, 2001. We will be meeting at the
Chevron Station in Scipio Utah, and willproceed to location from there.

Your assistance for thisproject is appreciated, and I look forward to meeting with you at the time



Well Status
GAS INJECTION
GAS STORAGE N
LOCATION ABANDONED

o NEW LOCATION
e PLUGGED &ABANDONED
- PRODUCING GAS W E
· PRODUCING OIL
+ SHUT-IN GAS

x E P
ANOA

DONED S
= TEST WELL Utah OilGas and Mining
s WATER INJECTION The Division of Oil, Gas & Mining does not warrant or guarantee
e WATER SUPPLY the accuracy of any data or informationcontained herein, and is

« WATER DISPOSAL not responsible for the accuracy of data not under its immediate
control. The customer has requested data to be projected where

SectionS there is no official survey, it is not be used as reliable data Prepared By: K. M. Hebertson

Township Date:



html mail template Page 2 of 5

Counties Affected:
Description: Availability of a Draft Environmental Assessment on the Proposal to Establish
Operational/Experimental General Swan Hunting Seasons in the Pacific Flyway. Federal Register
Notice dated 4/25/01, page 20828.

Will Comment Comments Due to GOPB 05/18/2001
Project Number: 699
Sponsor: DOI/U.S. Geological Survey
SLB&M:
Counties Affected:
Description: Federal Geographic Data Committee (FGDC); Public Review of the U.S. National Grid
Standard. Federal Register Notice dated 4/20/01, page 20323.

Will Comment Comments Due to GOPB 06/15/2001

FERC

Project Number: 705
Sponsor: FERC/Sunrise Engineering, Inc
SLB&M:
Counties Affected:
Description: Center Creek Hydroelectric Project No. P-1273-UT - Application for license; first stage
of consultation.

Will Comment Comments Due to GOPB 05/16/2001
Project Number: 707
Sponsor: FERC/PacifiCorp
SLB&M:
Counties Affected: Weber
Description: Pioneer Hydroelectric Project No. 2722-009 - Order Rehearing and Denying Stay
Comments Due to Sponsor 04/23/2001

Short Turn Around

Project Number: 714
Sponsor: Division of Oil, Gas and Mining
SLB&M: Sec. 7, T16S, RlW
Counties Affected: Juab
Description: Wolverine Gas and Oil Corporation proposes to drill a stratigraphic test hole identified
as Monroe Trust 1-7 on a fee lease.
Comments Due to Sponsor 05/08/2001
Project Number: 713
Sponsor: Division of Oil, Gas and Mining
SLB&M: Sec. 36, T15S, R1.5W
Counties Affected: Juab
Description: Wolverine Gas and OIl Corporation proposes to drill a stratigraphic test hole identified
as Utah State 1 36AnState lease ML 48428.
Comments Due to Sponsor 05/08/2001
Project Number: 712
Sponsor: Division of Oil, Gas and Mining
SLB&M: Sec. 36, Tl2S, R25E
Counties Affected: Uintah
Description: CDX Rockies, LLC proposes to drill a stratigraphic test hole identified as Displacemen
tPoint 36-12-25 on State lease ML 46435.
Comments Due to Sponsor 05/08/2001

file://C:\WINDOWS\TEMP\GW}00001.HTM



PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-b...=c&u=d&s=p&w=e&u=s&u-c&u=an&u=p&u=o

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED TUE, MAY

PLOT SHOWS LOCATION OF 2 POINTS OF DIV

PLOT OF AN AREA WITH A RADIUS OF 5280 FEET
3 300W FEET, 2 100S FEET OF THE NE CORNER,
SECTION 36 TOWNSHIP 15S RANGE 1W SL BASE

PLOT SCALE IS APPROXIMATELY 1 INCH = 2000 FE

NORTH
*********

********* *********

**** ** *

kk ***

*** **

*** ***

* O *

*1 *

*** ***

** ***

*** **

* ** ****

********* *********

***kkk***

1 of 2 5/8/01 3:18



PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-b...=c&u=d&s=p&w=e&u=s&u=c&u-m&u-p&u=o

UTAH DIVISION OF WATER RIGHTS
NWPLAT POINT OF DIVERSION LOCATION PRO

MAP WATER QUANTITY SOURCE DESCRIPTION or WELL INFO POIN
CHAR RIGHT CFS AND/OR AC-FT DIAMETER DEPTH YEAR LOG NORTH

0 65 228 .0150 .00 6 140 N S 2310
WATER USE(S): STOCKWATERING
Osborne, John H. and Patricia

1 a24254 .0110 OR 1.63 6 100 - 300 N S 50
WATER USE(S): STOCKWATERING
Wankier, Farrell T. Jr. and Deanna R. 461 2nd Avenue

2of2



MichaelHebertson - presite visit Page 1

From: Gary Ogborn
To: Michael Hebertson
Date: Monday, May 14, 2001 11:45:47 AM
Subject: presite visit

I have used the GIS data base and staff information here in the Central Region Office to analyze wildlife
impacts for the Strat tests proposed by Wolverine Gas and Oil Corp. We have identified no wildlife
impacts withina mileof the sections you provided via email on 5-8-01. In lightof thisanalysis, I will not be
attending the pre-site visit thisweek. Ifyou have any questions or need more information, please feel free
to contact me email, or phone (801) 491-5653.

Gary L. Ogborn
Habitat Biologist
"nrdwr.gogborn@state.ut.us"

Division of Wildlife Resources
Central Region Office
1115 N Main
Springville, UT 84058

(801) 491-5653 DESK/voice mail
(801) 491-5646 FAX

CC: Doug



DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Wolverine Gas & Oil Corporation
WELL NAME & NUMBER: Utah State 1-36 API NUMBER: 43-023-30016
LEASE: ML-484281 FIELDIUNIT: Wildcat
LOCATION: 1/4,1/4 SE NW Sec: 36 TWP: 15 S RNG: 1.5 W 3300 F E_L 2100 F_N_L
LEGAL WELL SITING: 660 Lease Line Setback and 1320 From another well.
GPS COORD (UTM): 414,502 E & 4,368,447 N SURFACE OWNER: SITLA

Geology/Ground Water:

A review of the water resources in this area revealed 2 water rights filed with the Division of Water
Rights. The Green River formation is a limestone and shale unitwhich is onlymoderately permeable
and the surface casinq should be sufficientto protect any drinking water supplies in thisarea. There
are no known USDW's in this part of the state that will be impacted by the drillinq of this well.
Geologically the location is on the Green River formation an Eocene deposit of shale and limestone
of lacustrine, or fresh water origin.Total thickness is 500 - 1,200 feet. The limestone is yellow-qray to
yellow-brown in color with some sandstone and tuff layers, the shale is gray-green to light green.

Reviewer: K. Michael Hebertson Date: 18 May 2001

Surface:

The area drains towardsthe southeast. Precipitation willbe not be a problem as no real location will
be built and the vegetation willstop any erosion problems. There are no known springs in one mile
of this location. The site was photographed and characterized on 18 May 2001. Provision was made
to ensure site rehabilitation, litter and waste control, preservation of drainage patterns and the
integrity of local infrastructure, groundwater and other resources. The well is to be pluqqed and
abandoned after drilling.

Reviewer: K. Michael Hebertson Date: 18 May 2001

Conditions of ApprovallApplication for Permit to Drill:

1. The access road willbe planted and restored as required by SITLA.
2. The pit will not be lined, however it will be closed immediately after the will is drilled.
3. The location will be restored and all trash removed within 30 days after the well is



MIVISION OF OIL, GAS AND MININN
APPLICATIONFOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Wolverine Gas &OilCorporation
WELL NAME & NUMBER: Utah State 1-36 API NUMBER: 43-023-30016
LEASE: ML-484281 FIELDIUNIT: Wildcat
LOCATION: 1/4,1/4 SE NW Sec: 36 TWP: 15 S RNG: 1.5 W 3300 FEL 2100 FNL
LEGALWELL SITING: 660 Lease Line Setback and 1320 From another well.
GPS COORD (UTM}: 414,502 E & 4,368,447 N SURFACE OWNER: SITLA

GeologylGround Water:

A review of the water resources in thisarea revealed 2 water rights filed with the Division of Water
Rights. The Green River formation is a limestone and shale unitwhich is onlymoderately permeable
and the surface casing should be sufficientto protect any drinking water supplies in thisarea. There
are no known USDW's in this part of the state that will be impacted by the drilling of this well.
Geologically the location is on the Green River formation an Eocene deposit of shale and limestone
of lacustrine, or fresh water origin.Total thickness is 500 - 1,200 feet. The limestone is yellow-gray to
yellow-brown in color with some sandstone and tufflayers, the shale is gray-green to light green.

Reviewer: K. Michael Hebertson Date: 18 May 2001

Surface:

The area drains towardsthe southeast. Precipitation willbe not be a problem as no real location will
be built and the vegetation willstop any erosion problems. There are no known springs in one mile
of this location. The site was photographed and characterized on 18 May 2001. Provision was made
to ensure site rehabilitation, litter and waste control, preservation of drainage patterns and the
integrity of local infrastructure, groundwater and other resources. The well is to be plugged and
abandoned after drilling.

Reviewer: K. Michael Hebertson Date: 18 May 2001

Conditions of ApprovallApplication for Permit to Drill:

1. The access road willbe planted and restored as required by SITLA.
2. The pit willnot be lined, however it will be closed immediately after the will is drilled.
3. The well willbe plugged before the rig is moved off.
4. The location willbe restored and alltrash removed within30 days after the well is



ON-SITE PREDRILLEVALUATIÒ¾
Division of OII, Gas and Mining

OPERATOR: Wolverine Gas &OilCorporation
WELL NAME& NUMBER: Utah State 1-36 API NUMBER: 43-023-30016
LEASE: ML-484281 FIELDIUNIT: Wildcat
LOCATION: 1/4,1/4 SE NW Sec: 36 TWP: 15 S RNG: 1.5 W 3300 FEL 2100 FNL
LEGAL WELL SITING: 660 Lease Line Setback and 1320 From another well.
GPS COORD (UTM): 414,502 E & 4,368,447 N SURFACE OWNER: SITLA

PARTICIPANTS:
Mike Hebertson (DOGM) Mark Dolar (Wolverine) Ed Bonner of SITLA was invited but did
not attend. Juab County and DWR personnel were also invited but did not attend.

REGIONALILOCAL SETTING & TOPOGRAPHY:
This location is in the eastern most edge of the basin and range province of the state, west of
The overthrust belt, in an area of upthrown mountains and downthrown valleys. Juab Valley being
the predominate valley the San Pitch Mountains to the east are the predominate Mountains. The
local topography is low rollinghills with alluviumfilled valleys. The location itself sits on a south
facinq exposure of Tertiary Green River Formation, in the foothills of a range known as the West
Hills.

SURFACE USE PLAN:

CURRENT SURFACE USE: The area is currently being used for livestock grazinq and wildlife.

PROPOSED SURFACE DISTURBANCE: The proposed location has been given no dimensions.

LOCATION OF EXISTING WELLSWITHIN A 1 MILERADIUS:There are no wells proposed or
drilled within a mile of the location

LOCATIONOF PRODUCTION FACILITIESAND PIPELINES: There will be no pipelines or
facilities required for this location.

SOURCE OF CONSTRUCTION MATERIAL:There willbe no materials brought into location and
none willbe removed. A small pit willbe allowed which willbe filled when the well is plugged.

ANCILLARY FACILITIES: There willbe no Ancilliary Facilities.

WASTE MANAGEMENT PLAN:

Portable chemical toiletswhichwillbe emptied into the municipalwaste treatmentsystem;garbage
cans on location willbe emptied into centralized dumpsters which willbe emptied into an approved
landfill. Crude oil production is unlikely. Drillingfluid, completion / frac fluid and cuttings willbe
buried in the pitafter evaporation and slashing the pit liner. Produced water willbe gathered tothe
evaporation pit and eventually injected into the Navalo Sandstone via a RGC-operated salt water
disposal well. Used oilfrom drilling operations and support is hauled to a used oilfacilityand



ENVIRONMENTAL PARAMETERS:

AFFECTED FLOODPLAINSANDIORWETLANDS:None

FLORA/FAUNA: Lower Sonoran Pinion/Juniper Community flora and fauna to match.

SOILTYPE ANDCHARACTERISTICS: The soil is a very fineclaywithminoramounts ofsand
light tan to redish brown in color.

EROSIONISEDIMENTATION/STABILITY: The location willbe stable.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT:

CHARACTERISTICS: A small outboard pit 20 X 6 X 4, not specified in the APD.

LINERREQUIREMENTS(Site Ranking Form attached): None Required

SURFACE RESTORATIONIRECLAMATION PLAN: As stated in the lease issued by SITLA.

SURFACE AGREEMENT: Issued as part of the Lease. Restoration willbe as required by SITLA.

CULTURAL RESOURCESIARCHAEOLOGY: Cleared and filed with the State HistoricalSociety.

OTHER OBSERVATIONSICOMMENTS:
This presite was conducted without the input from Juab County, SITLA, and DWR as none
were in attendance. All of these parties were contacted both by phone and by E-Mail, and
none chose to attend. There are no wildlifeissues in thisarea as stated in a return E-Mail from
DWR in Spanish Fork.

ATTACHMENTS:

Photographs were taken and the location was typed on the date stated below.

K. Michael Hebertson 18, May 2001 10:30 AM
DOGM REPRESENTATIVE



Ev ation Ranking Criteria and Rankings,sbre
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 10

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 10

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud 15
Fluid containing significant

levels of hazardous
constituents 20 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score (level II sensitivity) 25

Sensitivity Level I = 20 or more total containment is required.
Sensitivity Level II = 15-19 lining is discretionary.
Sensitivity Level III = below 15 no specific lining is
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Wolverine Gas & Oil, Utah State 1-36, SEC. 36, T15S, R1.5W, JUAB COUNTY, API



Division of Oil, Gas and Mining
PHONE CONVERSATION DOCUMENTATION FORM

Route original/copy to:

Well File Ñocosa Suspense Other

j -3 C E I - 3 (Return Date)
(Loc.) Sec 3 to Twp 15 5 Rng .1

(To-Initials)

(APINo.) 43-on-3<>olá

l. Date of Phone Call: 5 a et Time:

2. DOGM Employee (name) Ñ' Y ( nitiated Call)
Talked to:

Name N A¾ eum ( Initiated Call) - Phone No. ( )

of (Company/Organization) ,

3. Topic of Conversation: So (3 m T¯ ococo A

4. Highlights of Conversation: Co mou-, we wt we ? A



935 East SouthUnionAvenue
Phone: (801) 561-3121 Suite D-202

Fax: (801) 561-3133 Midvale, UT84047-2393

June 28, 2001

Mike Hebertson
Utah Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Re-filing of Monroe Trust 1-7 well
Tl6S,RlW - Sec 7: Lot 13

Utah State 1-36
Tl5S,Rl.5W - Sec 36: SENW

Dear Mike:

Enclosed please find corrected Application for Permit to Drill for the above referenced wells to
be drilled by Wolverine Gas and Oil Corporation. The down hole program has been changed,
the BOP diverter diagram is different and a plugging and abandoning program is included.

Please review the corrected program, and it all is acceptable, approve the APD's.

Your attention to this matter is appreciated.

Sincerely y r

DOL GY LLC

M . Dolar,



Form a °TATE OF UTAH

DIVISION , OIL, GAS AND MINING
5. Lease Designation and Serial Number:

ML-48428

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 6.&Indian,AllotteeorTdbeName:

N/A
7. Unit Agreement Name1ATved*=*: DRIll[g DEEPEN [ N/A

B. Type of Well: OIL GAS OTHER: STRATTEST SINGLE ZONED MULTIPLEZONE 6. Farmor inase Name:

N/A
2. Name of Operator: 9. WellNumber:

Wolverine Gas and Oil Corporation Utah State 1-36
3.AddressandTelephoneNumber One Riverfront Plaza (616) 458-1150 10.FieldandPool,wWidcat

Grand Rapids, MI 49503-2616 Wildcat
4. t.o.don of Wei (Footages) 3300 FEL 2100 FNL g 'lr 11. QIrMr. Secdon. Township,Aange, Meddian:

as-r.=: SE¼NW#- Sec. 36
APmposedProducing2one: Same T15S,R1.5W, SLM

14. Distance in mies and direcdon ham nearest town or post anice: 12. County: 13. Stale:

Approx. 15 miles southwest of Levan, UT Juab **

15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to thiswell:
-***=•*•¢•* 2100 ft. 631.80 160.00

18. Distance to nearest wei, drilling. 10. Proposed Depth: 20. Actary or cable tools:
completed, or appled for, æ Ulis lease (feeg: N/A 2 , 000 ft . Rotar y

21. Elevadons (showwhether OF,RT. GR, etc.): 22. Approximate date workali start
5,150 GR March 15, 2001

PROPOSED CASI AND CEMENTINGPROGRAM
912E OF HOLE GRADE, 812EOF CASING WBGHT ÑMWOOT SETTING DEPTH QUmmY OF CEMENT

6" 4-1/2" 11.6 }bs/ft. 200' 10 sacks of Class "G"
3.850" Open hole ---, -----

, 2,000'

DESCASE PADPOSED PAOGRW: R proposai is to deepen, give on present ploducMue zone and pmposed new p zone. E proposal is to drill or deepen dimcdonely, glve pertinent data on
subsurface locadons and measumd and tme verucal depths. Give preventer program, Ifany.

The hole plan will be as follows:

0-200' 6" hole 4-1/2" casing
Set Diverter
Rotary Drill 200 foet to 2,000 feet, core using HMCQwireline ret leved core barrel,
200' to 2,000' 3.850 hole x 2.5" core)
Plug and abanþún and reclaim surface

Bond is hpid by the School and Institutional Trust Lands Administrationbb Çertificate
of Depopft held with Br° hton Bank, Account // 19-10720-0 (See attached copy)

asionatum: vin.: Agent o.a.:2/16/01

(This space for State use only)

API Number Assigned: Approval:

(1\93) (See instructions on Reve<se



Wolverine Gas & Oil
Utah State 1-36
Surface Location:
3300' FEL & 2100' FNL
Section 36: SENW, Township 15 South, Range 1½ West
Juab County, Utah

All lease operations will fully comply with applicable laws, regulations (R649-3), the Utah Oil &
Gas Conservation General Rules. The operator, Wolverine Gas & Oil Corporation, is fully
responsible for the actions of its subcontractors. Wolverine Gas & Oil Corporation will furnish a
copy of these conditions to its field representative to ensure compliance.

Drilling Program

Surface Formation and Estimated Formations Tops:

All depths are true vertical and based on a ground level of 5,150 feet, except where noted. Ground
Level ("GL") is from enclosed survey.

Formation Depth
From GL (feet)

Goldens Ranch 0
North Horn 1,100
Williams Peak 1,500

TOTAL DEPTH 2,000

The mud program for the well will be fresh water and high yield Wyoming Bentonite. Polymers
may be added when necessary.

Estimated Depth at which oil, gas, water or other mineral bearing zones are expected to be
encountered.

The primary objective of thiswell is to log and testthe potential of theWilliams Peak formation and
associated coal seams at thedepths of 1,500feet to 2,000 feet. All shows of fresh water and gas will
be reported and protected. The well will be cored, then plugged and abandoned pursuant to
regulations of the Conservation requirements.

Page 1 of



R649-3-7 BOP Equipment

All BOPE will be tested pursuant to R649-3-7 of the Conservation Rules. Minimum specifications
for pressure control equipment are as follows:

Ram Type: Torous Type K stripper will be used with annular, 1,500p.s.i., complete with nitrogen
powered fail-safe backup.

Ram type preventers and associated equipment shall be tested to approved stack working pressure
if isolated by test plug or to 70 percent of internal yield pressure of casing. BOPE schematic
diagram is attached as Exhibit "C".

Casina Program

Pursuant to R649-3-8 of the Conservation Rules, the casing program (as described on Form 3 herein)
shall be by pump and plug method. All surface strings will be cemented throughout their lengths.
All horizons penetrated will be protected.

The surface casing will be cemented to surface with 10 sacks of Class "G" cement.

The casing program will protect any potential oil and gas horizons, and water zones, and stop any
migration or infiltration of water from other sources and to prevent migration of oil, gas and water
from one horizon to another.

Pursuant to R649-3-12, hydrogen sulfide is not expected to be encountered while drilling this well.

Integrity tests, pursuant to R649-3-13, will be conducted on casing at the appropriate times,
determined by the Division of Oil, Gas and Mining.

OTHER

Pursuant toR649-3-14, all rubbish and debrisshall bekept at least100feet from well location,tanks
or any structures. All trash will be kept in containers on the well site, and will be hauled away at
the completion of drilling operations.

All reasonable precautions pursuant to R649-3-15 shall be taken to avoid pollution.

A small reserve pit for waste mud will be located at the south end of the well site plan. The pit will
be eight feet x eighteen feet and located on the west side of the site layout, and will be four feet
deep, and hold up to 200 barrels of fluids. Unless otherwise directed at the pre-drill site evaluation,
the pit will not be lined. Rules pursuant to R649-3-16 will be followed regarding the pit.

Upon completion of drilling and coring the well will be plugged and abandoned pursuant to R649-3-
24, and the surface will be restored pursuant to R649-3-34. Anticipated plan for plugging includes
cementing the entire surface casing from 200' below the surface to the surface using 17 sacks of
Class "G" cement.

Page 2 of



Surface Use Plan:

A diagram for the surface site plan is attached as Exhibit "D". A truckmounted rig will be used.
Leveling of surface for location site and surface disturbance of a well pad and access road will not
be required.

Water

Water for drilling will be purchased and hauled to location and stored in storage tanks. Water will
be acquired from State Permit #66-77 owned by the Bureau ofLand Management. Location of point
of diversion is North 4054' and East 4571' from the Southwest Corner of Section 7, Township 16
South, Range l West. Waste water will not be discharged at site and the well will not require a waste
water management plan.

Page 3 of



Section ? , T.15 S., R.1 1/2W., S.L. & M.

EXHIBIT "A-1" LEGEND
VICINTY MAP g - VELL LOCATION

U.S.G.S. GUAD - SKINNER PEAKS y = MONUMENTEDSECTION CORNER

* = UNMONUMENTEDSECTION CORNER

PIAT PREPARED BY WELLLOCATIONPIAT FOR
WOLVERINE GAS AND OIL COMPANY

LUDLDWENGINEERING UTAH STATE 1-88
645 NORTH MAIN BTREET TOWNSHIP 16 SOUTH, RANGE
NEPHI, UTAH, 846487 1 1/2 WEST, SLBM
PHONE 623--0897 SECTION 7 : 36: SE1/4 NW1/4

3300 FEL 2100' FNL
FILE NUMBER LE1002 JUAB COUNTY,



EXHIBIT "B"N UNITED STATES SKINNER PEAKS QUADRANOLEDEPARTMENT OF THE INTERIOR utan
OEOlßQlCAL SURVEY 7,5 ulNUTE SERigs (10PooRAPHIC)

Exit #207



4-1/16" 600 SReriesBolt Patteren

All Metal Materials
Meet Current API &
NACE Specifications

O-Ring Seal -

Steel Rubber Insert Support

Molded Rubber Element -

13. 375

Exhibit "C"
Wolverine Gas & Oil Corporation //a

Diverter for Use in Coal Bed
Methane Coring Operations TRIPPLE M OIL TOOL TM/PZ 4-1/16 Annular Type



Well name: 05-01 Wolverine ST 1-36
Operator: Wolverine Gas and Oil Corp.
String type: Surface Project ID:

43-023-30016
Location: Juab County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface tempe ture: 65 °F

Design is based on evacuated pipe. Bottom hol emperature: 68 °F
Tempera re gradient: 1.40 °F/100ft
Minim section length: 100 ft

Burst:
Design factor 1.00 C ent top: 66 ft

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.433 psilft Tension: Non-directional string.
Calculated BHP 87 psi 8 Round STC: 1.80 J)

8 Round LTC: 1. (J)
No backup mud specified. Buttress: .60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 2,000 ft
Tension is base on air weight. Next mud weight: 8.330 ppg
Neutral point: 175 ft Next setting BHP: 865 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 200 ft
Injection pressure 200 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight rado Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 200 4.5 11.60 K-55 ST&C 200 200 3.875 4.6

Run Collapse Collapse Colla e Burst Burst Burst Tension Tension Tension
Seq Load Strength De gn Load Strength Design Load Strength Design

(psi) (psi). F ctor (psi) (psi) Factor (Kips) (Kips) Factor
1 87 4960 7.31 87 5350 61.82 2 170 73.28 J

Prepare Dustin K. Doucet Phone: (801) 538-5281 Date: July 2,2001
y: Utah Dept. of Natural Resources FAX: (801)359-3940 Salt Lake City, Utah

ENGINE ING STIPULATION - Surface Cement S .

Collaps strength is based on the , &Kemler method of biaxial correction for tension.
Collap e is based on a vertical depth of 200 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Burs strength is not adjusted for tension.

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the



05-01 Wolverine ST 1-36-
Casing Schematic
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Division of Oil, Gas and Mining
PHONE CONVERSATION DOCUMENTATION FORM

Route original/copy to:

Well File Wolvena € Suspense Other
(-34 \-9 (Return Date)

(Loc.) Sec Twp Rng .

(To-Initials)
(API No.)

1. Date of Phone Call: 9 i 1° I Time: (Í2ŒØ

2. DOGM Employee (name) Üwo A-a 7~
( ŠnitiatedCall) (0125

Talked to:

Name MW 00tWL ( Initiated Call) - Phone No. (þt ) Et.t -3 (

of(Company/Organization)

3. Topic of Conversation: ŸrokA lih tha-s ('e- (5 mà P•ros At 1-

RAA CA O Tid

4. Highlights of Conversation: A Gak<A- Ma(e e, y sk Œncer



935 East South UnionAvenue
Phone: (801) 561-3121 Suite D-202
Fax: (801) 561-3133 Midvale,UT84047-2393

July 17, 2001

Dustin Dusset
Utah Division of Oil, Gas and Mining
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Wolverine Gas and Oil Corporation
Monroe Trust 1-7 Well, and
Utah State 1-36 Well
Juab County, Utah

Dear Dustin:

Pursuant to our conversation last week, we have corrected that portion of the Application
for Permit to Drill to address precautions Wolverine Gas and Oil will take in the event
gas flows were encounted in the William Peak coal seams or other formations. It has
been decided that the formation would be protected by a mud seal containing Suregel and
Baroite, or by NEET cement pumped in the hole 20' above the top of the coal zone.

Should this be satisfactory with the State of Utah to approve the A.P.D.'s, please do so
indicate. Your attention to this matter is appreciated.

Sincerely yours,

DOLAR ENERGY, LLC

Mark S. Dolar - CPL/ESA

MSD/kvwg
Enclosure /

cc: Gary Bleeker, Wolverine Gas and



¡ • - ATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Laase Designadon and Bedal

ML-48428

APPLICATIONFOR PERMITTO DRILLOR DEEPEN AR MorT:RMINante.

N/A
vs..« was: DRILLQ DEEPENO 7. Unit Name:

e Tw..«w..: OILQ GASO OTHER: gggTATEST SINGŒ ZONEDMULTIPŒZONEO & Fann or a Nanun

N/A
2. Name of Operator:

Wolverine Gas and Oil Corporation Utah State 1-36
RhidiessandTelephoneNumber: One Riverfront Plaza (616) 458-1150 10.FieldandPool,orWidcat'

Grand Rapids, MI 49503-2616 Wildcat
4 a.......«w." 3300 FEL 2100 FNL st.airar.s.co..,v....Mp, Aange.Me&dan:

news...: SE#NWI- Sec. 36
me......ar..eucinazon•: Same T15S,R1.5W, SLM

14. Dialancein mies and dhocdon tom nearest ben or poet oince: 12. County: 11 State:

Approx. 15 miles southwest of Levan, UT 3uab urne

15 Distance to nearest 10. Number of acies in lesee: 17. Number af acres aselOnsd toMaiswel:
pioperlymisaseine seg: 2100 ft. 631.80 160.00

18. Distance to messeetwei, Sing, 10. 20. Natory or cable teois:
-g•ima-•i «appiedior,mUtislease seg: N/A SNt. Rotary

21. Eleusions (showwhegnerOF,Mr.GA,etc.): 22. Appiomimaisdaís wolkuB etait

5,150 GR March 15, 2001

= PßOPOSED CASINGANE CEMEN¶NG PROGRAM
SRE OF HOLE GAADE,SGE OF CAGBis WBGHTPERFOOT SETTE DEPlH QUMRRYOF CEMENT

6" 4-1/2" 11.6 lbs/ft. 200' 10 sacks of Class "G"
3.850" Open hole ---------- 2,000'

OESCFEDEPROPOGEDPADGAAM:R pinposal is to deepen, ghe dein on pleeent ploduciva anne and pioposed new ploducMuaanne. E pinposal is to on
subaulianolacedons and measuisd and umserical depths. Givebionaut pleuenterprogram, Nany.

The hole plan will be as follows: ; 9 20tJl

0-200' 6" hole 4-1/2" casing K-55 DIVISION OF
Set Diverter OIL, GAS AND MINING
Rotary Drill 200 feet to 2,000 feet, core using HMCQwireline retrieved core barrel,
200' to 2,000' (3.850 hole x 2.5" core)
Plug and abandon and reclaim surface

Bond is held by the Sch 1 and Institutional Trust Lands Administrationbby Certificate
of Deposit held with Br ghton Bank, Account // 19-10720-0 (See attached copy)

...ana,,..,,.. vm.: Agent o.a.:2/16/01

p.....pace for State use o.M Appf0ved by the

API Number Assigned: Approval: 011
MD

d nn
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WELL IDCATICN
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BASIS OF BEARING LEGEND
= VELL LDCATIONNORTH AIDNG

= NONUMENTEDSECTION CORNERTHE EAST
BECTION LINE.

= UNMONUMENTERSECTIONCORNER

CERTIFICATION

I, STEPHEN L LUDLOW, IX) HEREBY CERTIFY THAT I AM A REGISTEREDLAND yt LAySURVEYOR AND TilAT 11]OLD CERTIEICATE NO. 152774 AS PRESCRIBED UNDER ‡,THE LAWSOF THE STATE OF UTAH. I FURTHER CERTIFY THAT A SURVEYHASBEEN MADEOF THE LAND SHOWN AND DESCRIBED HEREON. I FURTHER
CERTIFY THAT TIES SURVEY IS A CORRECT REPRESENTATIONOF THEI.AND STEPHEN L.SURVEVED AND HAS REEN PREPAREDIN CONFORMTrY WITHTHF MINIMUM LUDLOW oSTAN AND RE )REMENTS OF THE LAW.

No. 152774
NL ullitair inrm:

PLAT PREPARED BY WELL LOCATION PIAT FOR
LUDLOWENGINEERING WOLVERINEGAS AND OIL COMPANY

UTAH STATE 1-86645 NOTITHMAIN STREET TOWNSHIP 16 SOUTH RANGENEPR UTAH, 84648 1 1/2 WEST SLBk
PHONE 623-089 SECTION88 : SE1/4 NW1/4

8800' FEL 2100' FNL
FILE NUMBER LB1008 JUAB COUNTY.



Wolverine Gas & Oil
Utah State 1-36
Surface Location:
3300' FEL & 2100' FNL
Section 36: SENW, Township 15 South, Range 1½ West
Juab County, Utah

All lease operations will fully comply with applicable laws, regulations (R649-3), the Utah Oil &
Gas Conservation General Rules. The operator, Wolverine Gas & Oil Corporation, is fully
responsible for the actions of its subcontractors. Wolverine Gas & Oil Corporation will furnish a
copy of these conditions to its field representative to ensure compliance.

Drilling Program

Surface Formation and Estimated Formations Tops:

All depths are true vertical and based on a ground level of 5,150 feet, except where noted. Ground
Level ("GL") is from enclosed survey.

Formation Depth
From GL (feet)

Goldens Ranch 0
North Horn 1,100
Williams Peak 1,500

TOTAL DEPTH 2,000

The mud program for the well will be fresh water and high yield Wyoming Bentonite. Polymers
may be added when necessary.

Estimated Depth at which oil, gas, water or other mineral bearing zones are expected to be
encountered.

The primary objective of this well is to log and testthe potential of the Williams Peak formation and
associated coal seams at the depths of 1,500feet to 2,000 feet. All shows of fresh water and gas will
be reported and protected. The well will be cored, then plugged and abandoned pursuant to
regulations of the Conservation requirements.

Page 1 of



R649-3-7 BOP Equipment

All BOPE will be tested pursuant to R649-3-7 of theConservation Rules. Minimum specifications
for pressure control equipment are as follows:

Ram Type: Torous Type K stripper will be used with annular, 1,500p.s.i., complete with nitrogen
powered fail-safe backup.

Ram type preventers and associated equipment shall be tested to approved stack working pressure
if isolated by test plug or to 70 percent of internal yield pressure of casing. BOPE schematic
diagram is attached as Exhibit "C".

Casing Program

Pursuant to R649-3-8 of the ConservationRules, the casingprogram (as described on Form 3herein)
shall be by pump and plug method. All surface strings will be cemented throughout their lengths.
All horizons penetrated will be protected.

The surface casing will be cemented to surface with 10 sacks of Class "G" cement.

The casing program will protect any potential oil and gas horizons, and water zones, and stop any
migration or infiltration of water from other sources and to prevent migration of oil, gas and water
from one horizon to another.

Pursuant to R649-3-12, hydrogen sulfide is not expected tobe encountered while drilling this well.

Integrity tests, pursuant to R649-3-13, will be conducted on casing at the appropriate times,
determined by the Division of Oil, Gas and Mining.

OTHER

Pursuant to R649-3-14, all rubbish and debris shallbe kept at least 100feet from well location, tanks
or any structures. All trash will be kept in containers on the well site, and will be hauled away at
the completion of drilling operations.

All reasonable precautions pursuant to R649-3-15 shall be taken to avoid pollution.

A small reserve pit for waste mud will be located at the south end of the well site plan. The pit will
be eight feet x eighteen feet and located on the west side of the site layout, and will be four feet
deep, and hold up to 200 barrels of fluids. Unless otherwise directed at the pre-drill site evaluation,
the pit will not be lined. Rules pursuant to R649-3-16 will be followed regarding the pit.

Upon completion of drilling and coring the well willbe plugged and abandoned pursuant to R649-3-
24, and the surface will be restored pursuant to R649-3-34. Anticipated plan for plugging includes
cementing the entire surface casing from 200' below the surface to the surface using 17 sacks of
Class "G" cement.

Page 2 of



In the event of encountering gas flows in the Williams Peak coal seams, or other formations,
operator will increase drilling mud volumes necessary to "kill" the well and seal off the gas bearing
formation. The formation will be protected by a mud seal containing Suregel and Baroite, 9.5 lbs.
per gallon; or Neet cement pumped in the hole 20' above top of coal zone. A Sundry Notice will be
filed immediately to indicate the volume of mud required to "kill" the well and seal the formation.

Should fresh water be encountered, the surface casing will be extended below formation containing
fresh water.

In the event subsurface water is encountered in the Williams Peak coal seam, operator will increase
drilling mud volumes necessary to "kill" the water flow and seal off the formation. A Sundry Notice
will be immediately filed indicating the volumes of mud required to seal off the formation.

Surface Use Plan:

A diagram for the surface site plan is attached as Exhibit "D". A truck mounted rig will be used.
Leveling of surface for location site and surface disturbance of a well pad and access road will not
be required.

Water

Water for drilling will be purchased and hauled to location and stored in storage tanks. Water will
be acquired from State Permit #66-77 owned bytheBureau of Land Management. Location ofpoint
of diversion is North 4054' and East 4571' from the Southwest Corner of Section 7, Township 16
South, Range l West. Waste water will not be discharged at site and the well will not require a waste
water management plan.

Page 3 of
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CERTIFICATION

I, STEPHEN L. LUDLOW, DO HEREBY CERTIFY THAT I AM A REGISTEREDLAN'D NLLAySURVEYOR AND TilAT11]OLD CERTIFICATE NO. 152774 ASPRESCRIBEDUNDER
THE LAWSOF THE STATE OF ITTAH. I FURTHER CERTIFY THAT A SURVEVHAS
BEEN MADE OF THE LAND SHOWN AND DESCRIBED HEREON. I FURTHER
CERTIFY THAT TIIIS SURVEY IS A CORRECT REPRESENTATK)N OF THE IAND STEPHEN L.SURVEVED AND HAS BEEN PREPARED IN CONFORMTTY WITHTHE MINIMUM a LUDLOW oSTAN AND R IREMENTSOF THE LAW. a. No. 152774

L stintair nata

PLAT PREPARED BY WELL LOCATION PIAT FOR
WOLVERINEGAS AND OIL COMPANYLUDIDW ENGINEERING UTAH STATE 1-38645 NORTH MAIN STREET TOWNSHIP16 SOUTH RANGENEPR UTAH, 84648 1 1/2 WEST SLBk

PHONE 623-089Ÿ SECTION86 : SE1/4 NW1/4
8800' FEL 2100' FNL

FILE NUMBER LE1002 JUAB COUNTY,



EXHIBIT "A-1" LEGEND
VICINTY MAP = VELL LOCATIDN

= MONUMENTEDSECTIONCORNER
U.S.G.S. GUAD - SKINNER PEAKS

= UNHONUMENTEDSECTION CORNER

PM PREPRED BY WELL LOCATIONPIAT FOR
WOLVERINE GAS AND OIL COMPANY

LUDIDW ENGINEERING UTAH STATE 1-80
645 NORTH MAIN $TREET TOWNSHIP 16 SOUTH, RANGE

NEPHI, UTAH,8464g 1 1/2 WEST, SLBM
SECTION 7 : 86: SE1/4 NW1/4PHONE 623-0897

8300' FEL 2100' FNL
rim NtigaWR LE100g JUAB COUNTY,



MD SWES EXHIBIT "B
DEPARTMENT OF THE INTERIOR UTAH

OEOLOGICAL SURVEY 7.5 MINUTE SERIES (T POGRAPHIC)
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4-1/16" 600 S ries Bo t Pattern

All Metal Materials
Meet Current API &
NACE Specifications

O-Ring Seal --

Steel Rubber Insert Support -

.

Molded Rubber Element -

13.375

Exhibit "C"
Wolverine Gas & Oil Corporation -

Diverter for Use in Coal Bed

Methane Coring Operations TRIPPLE M OIL TOOL TM/PZ 4-1/16 Annular Type



EXHIBIT "D"

UDR 1500 SITE
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Imavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

July 30, 2001

Wolderine Gas and Oil Corporation
One Riverfront Plaza
Grand Rapids, MI 49503-2616

Re: Utah State 1-36 (Stratigraphic) Well, 2100' FNL, 3300' FEL, SE NW, Sec. 36,
T. 15 South, R. 1.5 West, Juab County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced Stratigraphic well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this Stratigraphic well is 43-023-30016.

S ely,

J R. Baza
Associate Director -

er
Enclosures
cc: Juab County Assessor



Operator: Wolderine Gas and Oil Corporation
Well Name & Number Utah State 1-36 (Stratigraphic)

API Number: 43-023-30016
Lease: ML 48428

Location: SE NW Sec. 36 T. 15 South R. 1.5 West

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this Stratigraphic well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the Stratigraphic well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the Stratigraphic well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers
(please leave a voice mail message if the person is not available to take the call):

.
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Stratigraphic wells requesting
approval of change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. Surface casing shall be cemented to surface.

7. Plug and Abandon conditions on attached page shall be



Chevron

ChevronU.S.A.ProductionCompany
Mid-ContinentBusinessUnit
PO.Box36366
Houston,TX77236
Phone7137542000

April 9, 2002

Mr. John Baza, VED
Associate Director of Oil and Gas
Utah Department of Natural Resources
Division of Oil, Gas & Mining N OF1594 W. North Temple St., Suite 1210 D MIN!NGSalt Lake City, UT 84114-5801

Dear Mr. Baza:

As you may recall from our meeting last year, we planned to combine the assets of
Chevron U.S.A. Inc. ("CUSA"),.by merger, and T¢xaco Exploration and Production Inc.
("TEPI"), by assignment, into a new entity which we referred to as "Newco LP". Along
the way, additional information came to light a11d it was decided that this proposed
corporate restructure would not be preferable. Therefore, CUSA and TEPI have
continued to operate as separate entities.

We are now planning a simpler restructuring proc¢ss where TEPI will assign most of its
assetsloperatorship to CUSA effective Mayly200g. We plan to use the existing CUSA
bonds/letters of credit, operator identification numbers, etc., for the TEPI assets that will
be assigned.

A task force of Land, Regulatory and Environmental Compliance personnel are finishing
the work that was begun last year to assign TEPÏ'sassets-using the same forms and
procedures as before. We have "new faces" in thi task force due to reassignments and
departures. In some cases, it may be worthwhile to visit you and your staff in person
where new people are involved or if we need to review/clarify your forms and
procedures. Otherwise, we will endeavor to cómplete the work to assign TEPI's
assets/operatorship to CUSA and deliver the requisite materials to you in a timely
manner.

During discussions last year, our focus was on Land, Regulatory and Environmental
matters. The Finance organization also desires tó join in this effort. For State Tax,
Royalty and Regulatory reporting purposes (applipable to production from May 2002
through December 2002), we intend to generate two reports and two



However, the reporting company name and identification number will be CUSA's.
Beginning with January 2003 production and thereafter, we will issue only one CUSA
report and payment. We trust this plan meets with your approval. Any questions or
comments should be directed to Rick Dunlavy (telephone 713/752-7411,
rickdunlavy@chevrontexaco.com).

We appreciate the cooperation and guidance you provided us in the past, and we look
forward to bringing these efforts to a conclusion.

Respectfully submitted,

Don R. Sellars
Sr. Environmental



Talon Resources, Inc

Service, Qualityand Accuracy

375 South Carbon Avenue A-10 Cell: 801-650-1401
Suite 101 801-65 1402
Price, Utah 84501 Fat 435-6368603
Phone: 435-637-8781 Email: talonOcastlenet.com

April 25, 2002

Ms. Lisha Cordova
State of Utah
Division of Oil Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Amendment to the Application for Permit to Drill-Utah State 1-36 (43-023-30016),

2,100' FNL, 3,300' FEL, Section 36, Tl5S, Rl.5W, SLB&M; Juab County, Utah

Dear Ms. Cordova:

On behalf of ChevronTexaco, Talon Resources, Inc. respectfully submits the enclosed original
of the ApplicationforPermit to Drill (APD) to amend to the previously submitted APD and
subsequent approval by Wolverine Oil and Gas Company for the above referenced well. In-
cluded with the amended APD is the following amended information:

Exhibit "A" - Survey plats and layouts of theproposed well site;

Exhibit "B" - Proposed location maps with road corridors;

Exhibit "C" - Drilling site layout;

Exhibit "D" - Drilling Program;

Exhibit "E" - Multi Point Surface Use Plan;

Exhibit "F" - Typical road cross-section; RECEIVED
Exhibit "G" - Typical BOP diagram; AŸÑŽ6 ŽÛÛ2
Exhibit "H" - Typical wellhead manifold diagram. DIVISIONOF

OIL, GASANDMINING



Please accept this letter as ChevronTexaco's written request for confidential treatment of
all information contained in and pertaining to this amended application, if said information
is eligible for such consideration.

Thank you very much for your timely consideration of this amended application. Please
feel free to contact myself, or Mr. Jim Micikas of ChevronTexaco at 281-561-4860 if you
have any questions or need additional information.

Sincerely,

Don Hamilton
Environmental Manager / Project Coordinator

cc: Mr. Jim Micikas, ChevronTexaco
Mr. Ian Kephart, ChevronTexaco
Mr. Gene Herrington, ChevronTexaco
Texaco Well



FORM3 STATEOF UTAH

DIVISION OF OIL, GAS AND MINING 5 Lease Designation and Serial Number

MI -48478

6 KIndian, Allottee or Tribe Name:

APPLICATION FOR PERMIT TO DRILLOR DEEPEN N/A
1A TypeofWork: DRILLË DEEPEN 7 UnitAgreementName:

3 Address and Telephone Number 10 Field or Pool, or Wildcat:

11111 Wilerest Drive. Houston, Texas 77099 1-281-561-4860
. _ Wildent

4 Location ofWell (Footages) 11. OttiQtr Section, Township, Range, Meridian:

AtSurface: 2,100' FNL, 3,300' FEL i3uß¾4'7 te324
At Proposed Producing Zone: / 9 (Ò S

14 Distance in milesand direction from nearest townor post oflice: 12. County 13 State:

Approximately 15 miles anthwest of I.evan I Ttah Tunh I Itah
15. Distance to nearest 16. Number of acres in lease 17. Number of acres assigned to thiswell:

property or lease line (feet):
7 100' 631 RO 160 neres

18. Distance to nearest well, drilling, 19. Proposed Depth: 20. Rotary or cable tools:
compleled,or appliedfor, or

None 7 000' ... R
21. Elevations (showwhether DF, RT, GR, etc.): mate date work will start:

5150' GP M9y 7009
2a. PROPOSED CASING AND CEMENTINGPROGRAM
* SIZEOF HOLE GRADE, SIZEOF CASING WEIGHT PER FOOT SETTINGDEPTH QUANTFTYOF CEMENT

12-1/4" 8-5/8" K-55 ST&C 24 300' 230 sacks Class G cement + 1% CaCl2+ 0 25 pps cellophane

7-7/8" 5-1/2" N-80 LT&C 17 2000' 177 sacks 10:2 RFC Class G + 1% CaCl2 + 0 25 pps cellophane flakes

DESCRIBE PROPOSED PROGRAM: Nproposal is to deepen, give data on present produclive zone and proposed new productive zone. Wproposal is to drillor deepen directionally, give pertinent data on
subsurface locations and measured and true verticaldepths. Giveblowout preventer program, if any *

This is an amendment to a previously approved APD that ChevronTexaco has assumed the role
of ownerloperator from Wolverine Gas and Oil Corporation. Through this amendment ChevronTexaco
seeks changes to the ownerloperator information, drilling plan, location layout and related information.

RECEIVED
Assigned API Number: 43-023-30016

State Bond Number: 6049663
DIVISION OF

Surface Owner: State ofUtah OIL, GAS AND MINING
Landowner Representative: SITLA; 675 East 500 South, SLC, Utah 84102-2818; 801-538-5100

Core Interval: Core ±90' from±1,100' utilizing a conventional core barrel yielding 3-1/2" core

24.

Name&Signature: tan &þwa est•t Title: are or tvfanTerainDate: Ñ•S-ÛZ

(Tids space for state use only) Approved by te
API Number Assigned:

- Utah Div¾ of
OII,Gas and Mining $¾ ' =

Date: 7>< O
nad.
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EXHIBIT "D"
DRILLING PROGRAM

Attached to UDOGM Form 3
ChevronTexaco
Utah State 1-36
SE/4 NW/4, Sec. 36, Tl5S, R1.5W, SLB & M
2,100' FNL, 3,300' FEL
Juab County, Utah

1. The Geologic Surface Formation

Goldens Ranch

2. Estimated Tops of Important Geologic Markers

North Horn -- 1,100'
Lower North Horn -- 1,500'

3. Projected Gas & H2O zones

Lower North Horn - 1,500' - 2,000'

No groundwater is expected to be encountered.

Casing & cementing will be done to protect potentially productive hydrocarbons, lost
circulation zones, abnormal pressure zones, and prospectively valuable mineral deposits.
All indications of usable water will be reported.

Surface casing will be tested to 1000 psi.

4. The Proposed Casing and Cementing Programs

HOLE SETTING DEPTH SIZE WEIGHT,GRADE CONDITION
SIZE (INTERVAL) (OD) & JOINT
12-1/4" 300' 8-5/8" 24# K-55 ST&C New
7-7/8" 2000' 5-1/2" 17# N-80 LT&C New



Cement Program -Every attempt win be made to bring cement back to surface.
Surface Casing: 230 sacks G + 1 % CaCl2+ 0.25 pps cellophane flakes;

Weight: 15.8 #/gal
Yield: 1.16 cu.ft/sk

Production Casing: 177 sacks 10:2 RFC Class G cement + 1 % CaCl2+ 0.25 pps cellophane flakes;
Weight: 14.2 #/gal,
Yield: 1.62 cu.ft/sk yield.

The following shall be entered in the driller's log:

1) Blowout preventer pressure tests, includingtest pressures and results;

2) Blowout preventer tests for proper functioning;

3) Blowout prevention drills conducted;

4) Casing run, including size, grade, weight, and depth set;

5) How the pipe was cemented, includingamount of cement, type, whether cement
circulated, location of the cementing tools, etc.;

6) Waiting on cement time for each casing string;

7) Casing pressure tests after cementing, including test pressures and results.

5. The Operator's MinimumSpecifications for Pressure Control

Exhibit "G" is a schematic diagram of the blowout preventer equipment. A double gate
3000 psi BOP will be used with a rotating head. This equipment will be tested to 2000
psi. All tests will be recorded in a Driller's Report Book. Physical operation of BOP's
will be checked on each trip.

6. The Type and Characteristics of the Proposed Circulating Muds

0-300 12-1/4" hole Freshwater based mud

300-TD 7-7/8" hole Freshwater based mud



7. The Testing, Logging and Coring Programs are as followed

300-TD Gamma Ray, Density, Neutron Porosity, Induction, Caliper

Any Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures have been noted or reported in wells drilled in
the area nor at the depths anticipated in this well. Bottom hole pressure expected is

approximately 1000 psi max. No hydrogen sulfide or other hazardous gases or fluids have
been found, reported or are known to exist at these depths in the area.

8. Anticipated Starting Date and Duration of the Operations.

The well will be drilled approx.: May 2002.

Verbal and/or written notifications listed below shall be submitted in accordance with
instructions from the Division of Oil, Gas & Mining:

(a) prior to beginning construction;

(b) prior to spudding;

(c) prior to running any casing or BOP tests;

(d) prior to plugging the well, for verbal plugging instructions.

Spills,blowouts, fires, leaks, accidents or other unusual occurrences shall be reported to
the Division of Oil, Gas & Mining immediately.



EXHIBIT "E"
Multipoint Surface Use Plan

Attached to UDOGM Form 3
ChevronTexaco
Utah State 1-36
SE/4 NWl4, Sec. 36, T15S, R1.5W, SLB & M
2,100' FNL, 3,300' FEL
Juab County, Utah

1. Existing Roads

a. The proposed access road will utilize the existing Juab County road. The existing
encroachment has previously been approved by the Juab County Road Department
(see Exhibit "B").

b. We do not plan to change, alter or improve upon any other existing state or county
roads. Existing roads will be maintained in the same or better condition.

2. Planned Access

a. Approximately 400' of new access is required (see Exhibit "B").

b. Maximum Width: 20' travel surface with a 27' base.

c. Maximum grade: 10%.

c. Turnouts: None.

d. Drainage design: approximately 1 - 36" culvert may be required. Water will be
diverted away from the planned access as necessary and practical.

e. If the well is productive, the road will be surfaced and maintained as necessary to
prevent soil erosion and accommodate year-round



3. Location of Existing Wells

a. There no proposed wells and one existing well within a one mile radius of the
proposed well site (see Exhibit "B").

4. Location of Existing and/or Proposed Facilities

a. If the well is a producer, installationof production facilitieswill follow.

b. Powerlines and gathering lines will follow the proposed access road to the intersection
with the Juab County road (see Exhibit "B").

c. Rehabilitation of all pad areas not used for production facilitieswill be made in
accordance with landowner stipulations.

5. Location and Type of Water Supply

a. Water to be used for drillingwill be acquired from State Permit #66-77 owned by the
Bureau of Land Managment.

b. Water will be transported by truck over approved access roads and stored in storage

tanks.

c. Location of the point of diversion is North 4054' and East 4571' from the southwest
corner of Section7, T16S, RlW, SLB&M

d. No water well is to be drilled for this location.

6. Source of Construction Materials

a. All necessary construction materials needed will be obtained locallyand hauled to
the location on existing roads.

b. No construction or surfacing materials will be taken from Federal/Indian



7. Methods for handling waste disposal

a. Since the well will be air drilled, a small reserve pit will be constructed with a minimum
of one-half the total depth below the original ground surface on the lowest point within
the pit. The pit will not be lined unless conditions encountered during construction
warrant it or if deemed necessary by the DOGM representative during the pre-site

inspection. Three sides of the reserve pit will be fenced within 24 hours after
completion of construction and the fourth side within 24 hours after drillingoperation
cease with four strands of barbed wire, or woven wire topped with barbed wire to a
height of not less than four feet. The fence will be kept in good repair while the pit is
drying.

b. Following drilling, the liquid waste will be evaporated from the pit and the pit
backfilledand returned to natural grade. No liquid hydrocarbons will be discharged to
the reserve pit or pad location

c. In the event fluids are produced, any oil will be retained in tankage until sold and any
water produced will be retained until its quality can be determined. The quality and
quantity of the water will determine the method of disposal.

d. Trash will be contained in a portable metal container and will be hauled from location
periodically and disposed of at an approved disposal site. Chemical toilets will be
placed on location and sewage will be disposed of at an appropriate disposal site.

8. Ancillary Facilities

a. We anticipate no need for ancillary facilitieswith the exception of one trailer to be
located on the drill site.

9. Wellsite Layout

a. Availabletopsoil will be removed from the location and stockpiled. The location of
mud tanks, reserve and burn pits, and soil stockpiles will be located as shown on
Exhibit "C".

b. A blooie pit will be located 100' from the drill hole. A line will be placed on the
surface from the center hole to the burn pit. The burn pit will not be lined, but will be
fenced on four sides to protect livestock/wildlife.

c. Access to the well pad will be as shown on Exhibit "B".

d. Natural runoff will be diverted around the well



10. Plans for Restoration of Surface

a. All surface areas not required for producing operations will be graded to as near
original condition as possible and recontoured to minimize possible erosion.

b. Available topsoil wiß be stockpiled and will be evenly distributed over the disturbed
areas and the area wiß be reseeded as prescribed by the landowner.

c. Pits and any other area that would present a hazard to wildlife or livestock win be
fenced off when the rig is released and removed.

d. Any oil accumulation on the pit will be removed or overhead flagged as dictated by the
existing conditions.

e. Rehabilitation will commence fonowing completion of the wen. Rat and mouse
holes will be filled immediatelyupon release of the drilling rig from the location. If
the wellsite is to be abandoned, all disturbed areas will be recontoured.

I1. Surface Ownership

a. The wellsite win be constructed on lands managed by the School and Institutional
Trust Lands Administration, 675 East 500 South, SLC, Utah 84102-2818; 801-538-
5100 The operator shall contact the landowner and the Division of Oil, Gas and
Mining 48 hours prior to beginning construction activities.

12. Other Information:

a. The primary surface use is wildlife habitat. The nearest dwelling is approximately 2.23
miles northwest. Nearest live water is Chicken Creek approximately 1.45 miles north.

b. If there is snow on the ground when construction begins, it win be removed before the
soil is disturbed, and piled downhill from the topsoilstockpile location.

c. The backslope and foreslope win be constructed no steeper than 4:1.

d. All equipment and vehicles will be confined to the access road and well pad.

e. A complete copy of the approved Application for Permit to Drill (APD) including
conditions and stipulations, shall be at the wen site during construction and drilling
operations.

f. There will be no deviation from the proposed construction, drilling, and/or workover
program without prior approval from the Division of Oil, Gas &



13. Company Representatives

Jim Micikas
ChevronTexaco
11111 South Wilcrest Drive
Houston, Texas 77099 (281) 561-4860

Mail Approved A.P.D. To:

Company Representatives

Excavation Contractor

Robinson Construction
Eric Robinson ownerloperator
1433 North 1200 West
P.O. Box 552
Orem, Utah 84057

14. Certification

I hereby certify that I, or persons under my direct supervision have inspected the proposed drill-

site and access route; that I am familiarwith the conditions which presently exist; that the
statements made in this plan are, to the best of my knowledge, true and correct, and that the work
associated with the operations proposed herein will be performed by ChevronTexaco and its
subcontractors in conformity with this plan and the terms and conditions under which it is
approved.

Date ChevronTexaco



X-Section

98' 7/4, i Scale

---

.. 1"=40
I CUT GUT ll

PREcoNSTRUCTION
I I-II--III-II-III---III-I\I-III--III .I\.. II\_IIi iii Iii iIi n

VIEWC-C GRADE

LocATioN STAKE

98' 30' 14/4'

FILL .

-.- -
--

-- -:lliëllEllelllfllINI SLOPE = | \/2 : I
VIEWB-B

I (EXCEPT PIT)
PIT SLOPE = | ; I

FINAL
GRADE

FILL
TALON INC.

VIEWA-A
HmeWillIR-ilB1là WilillllHIIIIII \

--
- ~ IBM1almsomintan

APPROXIMATEYARDAGES WPICAL CROSS SECTION
Section 36, T15S, R1W, S.LB.&M.

CUT WELL#01·-36
(6")TOPSOIL STRIPPING= 650 CU. YDs.
REMAININGLocATION = 1,825 CU, YDS. & STANS ELD L.W.J.

TOTAL CUT = 3,430 CU. YDS. C-1 ° 2 °2

TOTAL FILL = 460 CU. YDS. 'if
mi..t 8 .« 4



ELEVATIONOF(AIGRADEDGRO(RDATLOCATIONSTAKE= 6/27.4'
ELAVATIONOF GRADEDGR0tBD ATLOCATIONSTAKE= 6/26.9'

CUT le.8'

REFE E OINT

12"NALL /
52, REFERENCEPOI

Well #01-
/ cur 2' Elev. 57274'

Cut 0.5'
98, TAIDN RESOURCES, INC.

Enia(htmAvn,alal,ta-li
An,thhstil

Flu.. 0.6' amicililimNiril FamimNIEE

<D LL l.a 24 ChevronTexaco
LOCATIONLAYOUTI

Section 36. T155, R1W, S.LB.&M.

WELL #01-36

d. STANS ELD LW.J.
FILL 2.0' o,

A- 2 °* i ""
1°

=
50°

a..a 2 er 4



4130oomE. 414ooomE. 415ooomE. NAD27 Zone 125 416ooomE.

. ChevronTexaco
nab co,utah

499¿

hicke

36

N RESOURCES,SC.

Pk ( )6374781 Fax ( )637-86®
J'. ¯

i H T.W im- / I I M $
41301.omE. 414ooomE. 15ooomE. NAD27 Zone 12S 416ooomE.

TN -----· - ·-·-- Ì
0 1030 FEE10 500 1000 METERS

13 i --

Map created with TOPOl® ©2001 NationalGeographic(www



407077mE.410295mE,41351amE.4167atmE.WGSB4Zone12542155emE.

ChevronTexaco
MCAUMH

Creek

STAT36

L.

I

MONMETRUET

TAI.orRESOURCES,1NC
758.CmbonAue,St101,(A-10

NL¥fahl/I,
407o77mE410295mE451amE.4167aimE.WGS84Zone12S+21enmE

05miles

17012345km
PrmtedfromTOPOI©2000NatiorialGeographicHoldmp



BLOOlE
PIT

RESERVEPIT

PU P

PUMP MUDPIT
BASKET

so' ' BASKET
8' 4' 8'

RIG C)
BASKET

SUBST
BASKET

WATERTANKto'

40'

TRAILERa'

APPROXIMATELAYOUTOF RIG& EQUIPMENT Ñ
(Noi to



TYPICAL ROAD CROSS-SECTION

4" THICK LAYER
OF SAND & GRAVEL

L

4 \ \ 4

GAS & WATER 27 3-PHASE
PIPELINES POWER LINES

(If



80P Equipment
3000psi WP

I I
3000 psi

ROHTATING

S

O 3oop p,¡
o o PIPERAMS

MANUAL
VALVE

o o
CHECK
VÆVE

MANUAL o
VALVE2" LINE 7. UNETOFROM

CHOKEPUMPS
MANIFOLD

3000 psi
SPOOL

CASINGHEAD
WiiHTHD'O

OUTLETSAND



CH0KE MANIFOLD
POSITIVE
CHOKE 2"HR

TOFLAREPIT
22, &/OR SEPARATOR

2BBP STACK
OUTLET 2" '

ADJUSTABLE TO MUDPIT



WOLVERINEGASANDOIL CORPORATION
Energy Exploration in Partnership with the Environment

June 11, 2002

Mr. Jim Thompson
Utah Division of Oil,

Gas and Mining
1594 West North Temple
Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Re: Change of Operator
Williams Peak Prospect

Dear Mi. Thompson:

Enclosed please find original executed Sundry Notices for the Monroe Trust 1-7
and the Utah State 1-36 wells. These Sundry Notices change the operator of the wells
from Wolverine Gas and Oil Corporation to Chevron U.S.A. Inc. effective as of May 1,
2002. Pursuant to my telephone conversation with Ms. Lisha Cordova of your office,
Chevron will also file Sundry Notices for these wells indicating that they are taking over
as operator effective May 1, 2002.

If you have any questions or need any additional information, please feel free to
contact me.

Very truly,

Richard D. Moritz

Encls.

cc: Mr. Jim Micikas RECElVED
Chevron U.S.A. Inc.
11111 South Wilcrest JUN14 2002
Houston, TX 77099

DMSION OF
OIL, GAS AND MINING

One Riverfront Plaza • 55 Campau, N.W • Grand Rapids, MI 49503-2616 • 616.458.1150
FAX



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:
ML-48428

SUNDRY NOTICES AND REPORTS ON WELLS 6. DI ALLOTTERORTRISBNAME

7. UNITor CA AGREEMENT NAME
Do not use this form for proposals to drill new úleils, significandydeepen exIsling wells below current bottom•hole depih, reenter plugged wells, or to N/Adrill horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.

1. WPE OF WELL
OIL WELL Ü GAS WELL OTHER Stratigraphic Test (Single Zone) 8. WELL NAMEand NUMBER:

Utah State 1-36
2. NAMEOF OPERATOR: 9. API NUMBER:

Wolverine Gas and Oil Corporation 4302330016
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

One Riverfront Plaza ein Grand Rapids MI 7,,49503-2616 (616) 458-1150 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE 2100' FNL, 3300' FEL COUNTY: JUab

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 36 15S 1.5W STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS Pl.ANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR Ft.ARE

O SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Onlÿ)

CHANGEWELL STATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WEi TYPE RECOMPLETE - DIFFERENT FORMATION

12- DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective May 1, 2002, change of operator from Wolverine Gas and Oil Corporation to:

Chevron U.S.A. Inc.
clo Coalbed Methane Group
11111 S. Wilcrest
Houston, Texas 77099
(281) 561-3815

DIVOF OIL,GAS &MINING

NAME(PLEASEP Richard D. MoritZ TITLE VÍCe Pf6Sident Land

SIGNATURE ,
.. DATE 6/11/2002

(This space for State use only)

(5/2000) (See instructions on Reverse



JUL-31-2002WED02:21 PMSTOFUTTRUSTLANDSADM FAXNO.8013550922 P. 01/02

JUL1 8 2002
DESIGNATIONOFOPERATOR -p

The undersigned is, on the records of the schooland Instimdonal Trust Lands
A^ *****Parian, holder of lease, ML . 48428 : ECE VE
and hereby designates

NAME: CHEVRON U.S.A. INC.

ADDRESS: e 77236
DIVOF Olt, GAS &MINING

as his operator and local agent, wkh full surharfly to act in his behalf in complyingwiththe
terms of the lease and reguladcas applicablethereto and on whomthe Directorof the
Administradon or his representative may serve wrfuenor oral instructions in securing
complíance with the annanand w•gul••in*•Governing the Issuanceof Mineral laasos with
respect to (describeacreageto whichthis designadenis applicable):

Township 15 South, Range 1.5 West, SLM

Section 36: N1A;

Operatoragrees to complywhh all lease provisions,stamtas,rules,and reguladons,
whetherfederal,stata, or local, in its operationson tbs snigect lease.

It is maderstoodthat glis design••inn of operatordoes not relieve the lessee of
lesponsibuity for enmpitsm'n withthe terms of the lease and the Rules and Regulations. It is
alsounderstoodthatdds designationofoperatordoesnogemneriina an assignmentofanyimerest
in the lease.

In case of default on the part of the designaud operator,the isssee will make Sill and
prompt rampli•= withall zeguladcas,leanstenas, or aniers of tbs Director.Trust I.ands
þdministration gg giggggggggggggjyg.

The Ic55©naginasPEumpdy to audfytheTrustlands Adminierrationofanychangeinthe
designated operator.

WOLVE GAS AND OIL CORPORAT

(Signamre
ec GFL aRapids,

MI 49503

(Date) (Address)

/ ' (Date) (Signamraof



' Well name: 08-02 Chevron Utah ST 1-36
Operator: Chevron U.S.A. Inc.
String type: Surface Project ID:

43-023-30016
Location: Juab County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft

Burst
g factor 1.00 C e

tmsection leng

Max anticipated surface
pressure: O psi

Internal gradient: 0.447 psilft Tension: Non-directional string.
Calculated BHP 134 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 2,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 262 ft Next setting BHP: 894 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure 300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (In) (fta)

1 300 8.625 24.00 K-55 ST&C 300 300 7.972 14.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (KIps) (KIps) Factor
1 131 1370 10.47 134 2950 22.01 7 ' 263 36.53 J

Prepared Dustin K. Doucet Phone: (801) 538-5281 Date: August 2,2002
by: Utah Dept. of Natural Resources FAX: (801)359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS - Surface Cement Stip.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 300 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Bur.st strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



Wellname: 08-02 Chevron Utah ST 1-36
operator: Chevron U.S.A. Inc.
String type: Production Project ID:

43-023-30016
Location: Juab County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 93 °F

Temperature gradient: 1.40 °F/100ft

Burst
g factor 1.00

CM m section length:

Max anticipated surface
pressure: 0 psi

Internal gradient: 0.4 ft Tension: Non-directional string.
Calculated BHP 894 p 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 1,739 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (In) (ft*)

1 2000 5.5 17.00 N-80 LT&C 2000 2000 4.767 68.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 894 6290 7.04 894 7740 8.66 34 348 10.24 J

Prepared Dustin K. Doucet Phone: (801) 538-5281 Date: August 2,2002
by: Utah Dept. of Natural Resources FAX: (801)359-3940 Salt Lake City, Utah

ENGINEERINGSTIPULATIONS- Surface Cement Stip.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.
Collapse is based on a vertical depth of 2000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineedng responsibilityfor use of thisdesign wi/Ibe thatof the



State of Utah -

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

August 5, 2002
Amended from July 30, 2001

Chevron USA, Inc.
11111 Wilcrest Drive
Houston, TX 77099

.Re: Utah State 1-36 Well, 2100' FNL, 3300' FEL, SE NW, Sec. 36, T. 15 South, R. 1.5 West,
Juab County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-023-30016.

Sincerely,

John R. Baza
Associate Director

pb
Enclosures
cc: Juab County Assessor



Operator: Chevron USA, Inc.

Well Name & Number Utah State 1-36

API Number: 43-023-30016
.Lease: ML-48428

Location: SE NW Sec. 36 T. 15 South R. 1.5 West

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation General
Rules, and the applicable terms and provisions of the approved Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers (please leave
a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division, including but not
limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling (Form 7),
Weekly Progress Reports for drilling and completion operations, and Sundry Notices and Reports on Wells
requesting approval of change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological, historical, or
paleontological remains. Should archeological, historical or paleontological remains be encountered during
your operations, you are required to immediately suspend all operations and immediately inform the Trust
Lands Administration and the Division of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the Statement of
Basis. (Copy Attached)

6. Operator shall comply with applicable recommendations resulting from Resource Development
Coordinating Committee review. No statements received as of permit date.

7. This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated therefrom, as well as
any similar data from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon which the well is
located is being drained, the operator is requested to seek an appropriate order from the Board establishing
drilling and spacing units in conformance with such analysis by filing a Request for Agency Action with
the



ClievronTexaCi WILLIAMS PEAK 1-3e Drilling Activity Report ye,sions

Measured Depth: TVD: PBTD: Proposed MD:
2,000 ' Proposed TVD:

-2,000 '
DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:

0.0
Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test: ECD

Last Casing Size: Set At: TVD Shoe Test: Leakoff? O N O
Cum Rot Hrs on Casing: Cum Rot Hrs on Casing Since Last Caliper: Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
Co:
WL API: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids % HG/LG: % DSIBent:

Engr Service Materialsadded last
24 hrs;

Drlg Gas: MaxGas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. lADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

Total Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
Ja s: Inspection:

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SQ. IN. Pump HHP

Survey MD Angle Direction TVD N/S Coordinate E/W Coordinate Vertical Section DLS

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

11:00 4:00 15:00 SAFETY MEETING, RIG DOWN, LOAD OUT TRUCKS, 100% RIGDOWN

5:00 15:00 20:00 RIG MOVE TO WILLIAMS PEAK STATE of UTAH 01-36

4:00 20:00 24:00 WAIT ON DAY LIGHT

RIG MOVE 50%

RIG UP 0%

24 hr Summary:
RIG DOWN,LOAD TRUCKS & RIG MOVE

NOACCIDENTS, SPILLS, OR NEAR MISSES, SAFETY MEETING WI ALLCREWS
Operations @0500 Hrs:

WAIT ON DAYLIGHT
SAFETY; DAYS:

10
EVEN:

Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:
Mtqs: 3 144 Others: 160

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) (Cumulative) 3 (cumulative) 144 (cumulativc 160 (cumulative) -

Daily Mud Cost: Daily Tangible Cost: Daily Drilling Cost:
$54,590

WBS Element No. (Drlg)
UWDCBE2000DRL

Cum Mud Cost: Cum Tangible Cost: Cum Drilling Cost:
$54,590

WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $54,590 $ 261,400

Daily Water Cost: Cum. Water Cost:
$0

Fuel: Bulk Wt: ChevronTexaco
73

MI Num :

Profit Center:
MCBU SAUER RIG 30

Ríg Phone:
435 749-0958 orillingRep:

HACK BLANKENSHIP
Field: Lease: Well #: Date:

WILLIAMS PEAK STATE of UTAH 1-36



CONFllENTIR
Daily Cost Es imate versions

CAPITAL EXPENSE
Chevron WBS#: UWDCBE2000DRL WBS #: 0

Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork 1SAUER RIG 30 @7700/DAY 0 0 0 0
74400002 Rip - Footage / Turnkey 0 0 0 0
71290100 Fuel - Diesel / Motor Fuels 0 0 0 0
71290300 Utilities - Other (potable water) O O O O
74400003 Rig Up / Rig Down MOBILIZATION 50,000 50,000 50,000 0 0

Rig Costs Total 50,000 50,000 0 0

66010100 Payroll & Other Benefits O O 0 0
70000100 Contract Labor (Roustabouts) 0 0 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 1,300 0 0

Supervision Total 1,300 1,300 0 0

71400100 Chemicals & Treating Agents O 0 0 0
74400004 Drilling Fluids O 0 0

0 0
0 0

71900500 Materials, Supply, Repair Parts O 0 0 0

Mud, Materials Total 0 0 0 0

73400300 Other Transportation Services O 0 0 0
74400006 Dir. Survey and Service Costs 0 0 0 0
74400007 DrillString Rentals and Bits 0 0 0 0

72300100 Surf. Equip.Rentals (w/o Oper TRAILER 125 200 200 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (w! Oper) 0 0 0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials 0 0 0 0
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services O 0 0 0
74400015 Slickline Services O 0 0 0

Cont'act Rentals & Services Total 200 200 0 0

74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0

74400017 Coring 0 0 . 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud 0 0 0 0

Formation Evaluation Total 0 0 0 0

71900021 Well Pipe -Tubing >2" O O O O
71900022 Well Pipe - Casing 0 0 0 0
71900100 Well Equipment / Materials O 0 0 0
71900110 Wellhead

71500100 Surface Lifting Eq. / Materials O 0 0 0

Tangible Equipment Total 0 0 0 0

74400024 Cement & Cementinq 0 0 0 0
74400025 Fishing Costs O O 0 0
74400013 Equipment Lost in Hole 0 0 0 0
74500021 Site Work / Roads / Locations 0 0 0 0
94100700 CapitalizedG&A 3,090 3,090 3,090 0 0

Total Field Estimate (Daily) 54,590 0

Total Estimated Cost (Cumulative) 54,590 0

$$$ Days $$$ Days

Days on Location: Original Appropriations
Total Appropriated

Rig: SAUER RIG 30 Prepared By: HACK BLANKENSHIP
Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



Chevron WILLIAMS PEAK STATE of UTAH 1-36 Daily Mud Report Version4.1

Spud Date: MD (ft): TVD: Present Activity:

Contractor: Rig:
SAUER RIG 30

Report Number :

Drilling Mud Supplier Report For Contract Supervisor:

MUD VOLUME (BBL)

Hole: w/ DP Hole: wlo DP Pits: Total Circ. Vol.: Storage: Type:

CIRCULATING DATA

Bbl/Min: Gal/Min: Annual Vel. (Ft./Min) DP: DC:

Circulation Pressure (PSl): Bottoms Up Time (Min): Total Circ. Time (Min.):

batain column >n Hight is From
Current Mud Properties Mud Property Specifications

Drig Activitv Report

Sample From Wt: Viscosity: Filtrate:

Time Sample Taken

Flowline Temperature (Deg. F) Mud Contains Recommended Treatment

Depth (ft)

Weight (ppg)

Funnel Vis.(sec./qt.) API Deg. F

Plastic Viscosity cp @ Deg. F

Yield Point (lb/100 sq. ft.)

Gel Strength (Ib/100 sq. ft.) 10 sec/10 min.

Filtrate API (cc/30 min.)

HTHP @ Deg. F PSI

Cake Thickness (32nd in APl/HTHP)

Solids Content (%by vol.) Retort

Oil Content (%by vol.) Retort

Water Content (%by vol.) Retort

Sand Content (%by vol.)

Methylene Blue Capacity (Ib/bbl. equiv.)

PH Meter @ Deg. F EQUIPMENT

Alkalinity Mud (Pm) Site Hrs/Tour Cost Data

Alkalinity Filtrate (pf/Mf) Centrifuge

Carbonate Determination (mg/1000 cc) Degasser Daily Cost:

Chloride (mg/1000 cc) Desander $0
Calcium (mg/1000 cc) /Mag (mg/1000 cc) Desilter

Bentonite (Ib/bbt) Shaker Cumulative:

Solids % High Gravityl% Low Gravity Other $0
Solids % Drill Solids /% Bentonite Other

Corrected Solids/Corrected Saltwater Other

Other

Remarks:

Drilling Fluids Rep.: Home Address: Phone:

Mud or Consulting Co.: Warehouse Location: Phone:

Mud Chemical inventory

Units

Cost/Unit

Description

Starting inventory

Received

Used Last 24 Hours

Closing Inventory 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Time Distribution: Drilling: Trip: CCM: Other:

Circulating information: n:
#VALUE! -

Type of Flow: ECD:

Profit Center WBS: Drilling Rep:
MCBU UWDCBE2000DRL HACK BLANKENSHIP

Field: WILLIAMS PEAK
Lease: STATE of UTAH

Well No : 1-36 Date:



ww-o. L'ONFllENTIAL
U7Wr

ChevronTexact WILLIAMS PEAK .STATE 1-36 Drilling Activity Report v.,sions
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:

1 0 ' 0.0
Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test: ECD

Last Casing Size: Set At: TVD Shoe Test: Leakoffi
8- 5/8 " 317 · Y N O

Cum Rot Hrs on Casing:
0.0

cumRot Hrs on Casing Since Last Caliper:
0.0

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
Co:
WL API: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids % HG/LG: % DSIBent:

Engr Service Materials added last
24 hrs:

Drlg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

Total Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
Ja s: 0.0 inspection: 0.0

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SQ. IN. Pump HHP

Survey MD Angle Direction TVD N/S Coordinate E/W Coordinate Vertical Section DLS

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

7:00 0:00 - 07:00 WAIT ON DAYLIGHT

14:00 7:00 - 21:00 RIG UP 75%, SET #2 PUMP, RIG MOVE 90 %, INSPECT DRILL COLLARS

3:00 21:00 - 24:00 WAIT ON DAYLIGHT

24 hr Summary:

NO ACCIDENTS, SPILLS, OR NEAR MISSES, SAFETY MEETING W/ ALL CREWS
Operations @0500 Hrs:

WAIT ON DAYLIGHT
EVEN:

11
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs. Accidents:

Mtqs: 2 164 Others: 90

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs. Others: Accidents:

(Cumulative) ¯ (Cumulative) 5 (cumulative) 308 (cumulativa) 250 (cumulative)
Daily Mud Cost: Daily Tangible Cost: $3,618

Daily Drilling Cost:
$49,436

WBS Element No. (Drlg)
UWDCBE2000DRL

Cum Mud Cost: Cum Tangible Cost:
$3,618

cumDrilling Cost:
$104,026

WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $104,026 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco API Number:
$500 $500 300 GAL 100 43-023-30016

Profit Center:
MCBU SAUER RIG 30

Rig Phone:
435 749-0958 HACK BLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMS PEAK STATE of UTAH 1-36



00NFllEN11AL
Daily 3ost Es imate versions

| CAPITAL EXPENSE
Chevron WBS#: UWDCBE2000DRL WBS #: 0
Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork SAUER RIG 30 @ 7700/DAY 0 0 0 0
74400002 Rig - Footage / Turnkey BILLJR 38,926 38,926 38,926 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 294 294 294 0 0
71290300 Utilities - Other (potable water) NIELSONS 500 500 500 0 0
74400003 Rig Up / Rig Down MOBILIZATION O 50,000 0 0

Rig Costs Total 39,720 89,720 0 0
66010100 Payroll & Other Benefits O 0 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 1,800 1,800 1,800 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 2,600 0 0

Supervision Total 3,100 4,400 0 0
71400100 Chemicals & Treating Agents O O O 0
74400004 Drilling Fluids O 0

0 0 0
0 0

71900500 Materials, Supply, Repair Parts O 0 0 0
Mud, Materials Total 0 0 0 0

73400300 Other Transportation Services 0 0 0 0
74400006 Dir. Survey and Service Costs 0 0 0 0
74400007 DrillString Rentals and Bits 0 0 0 0

72300100 Surf. Equip.Rentals (wlo Oper) TRAILER 125 200 400 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (wl Oper) 0 0 0 0
0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials 0 0 0 0
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services 0 0 0 0
74400015 Slickline Services 0 0 0 0

Cont act Rentals & Services Total 200 400 0 0
74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0
74400017 Coring 0 0 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline O O O O
74400021 Logging - Mud 0 0 0 0

Formation Evaluation Total 0 0 0 0
71900021 Well Pipe -Tubing >2" 0 0 0 0
71900022 Well Pipe - Casing 8-5/8" SURFACE 3,088 3,088 3,088 0 0
71900100 Well Equipment / Materials FLOAT EQUIPMENT 530 530 530 0 0
71900110 Wellhead 0 0
71500100 Surface Lifting Eq. I Materials O 0 0 0

Tangible Equipment Total 3,618 3,618 0 0
74400024 Cement & Cementing 0 0 0 0
74400025 Fishing Costs O 0 0 0
74400013 Equipment Lost in Hole O O 0 0
74500021 Site Work / Roads / Locations 0 0 0 0
94100700 Capitalized G&A 2,798 2,798 5,888 0 0

Total Field Estimate (Daily) 49,436 0

Total Estimated Cost (Cumulative) 104,026 0

$$$ Days $$$ Days
Days on Location: 1 Original Appropriations

Total Appropriated

Rig: SAUER RIG 30 Prepared By: HACK BLANKENSHIP
Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



ChevronTexact WILLIAMS PEAK 1-36 Drilling Activity Report ye,sions

Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:
2,000 ' 2,000 '

DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:
2 0 ' 0.0

Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test: ECD
08/27/2002 8.489

Last Casing Size: Set At: TVD Shoe Test: Leakoff?
8- 5/8 " 317 · Y N O

Cum Rot Hrs on Casing: Cum Rot Hrs on Casing Since Last Caliper: Whipstock Set @: KOP:
0.0 0.0

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
co: MI GEL PIT 8.4 40.0 12.0 7.0 0.5
WLAPI: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

15.0 2.0 1.0 0.0 9.0 N/A 10.5
Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids % HG/LG: % DS/Bent:

1.0/1.5 200.0 40.0
Engr Service Materials added last

1 24 hrs: GEL - 30 POLY-PAC - 1 CAUSTIC S - 1 S. ASH - 2

Drlg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TvD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

Total Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
Ja s: 0.0 Inspection: 0.0

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SO. IN. Pump HHP

1RR 6 16 0.145

Survey MD Angle Direction TVD N/S Coordinate E/W Coordinate Vertical Section DLS

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

7:00 0:00 - 07:00 WAIT ON DAYLIGHT

7:30 7:00 - 14:30 CONTINUE RIG UP, RIG MOVE 100%, NIPPLE UP ANNULAR BOP, MODIFY PLUMBING #2 PUMP MIX SPUD MUD

6:00 14:30 20:30 TEST KELLY, VALVES, KILLLINE, BOP & CHOKE MANIFOLD 2000 PSI, TEST ANNULAR & CASIN

TO 1000 PSI ( PROBLEMS TESTING ANNULAR, NOT USED IN 6+ MONTHS

3:30 20:30 - 24:00 TIH PICKING UP BHA (TAG CEMENT @260')

24 hr S immary:

NO ACCIDENTS, SPILLS OR NEAR MISSES, SAFETY MEETING WITH ALL CREWS
Operations @0500 Hrs:

TOOH TO UNPLUG BIT
EVEN:

12
incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

Mtqs: 3 144 Others: 177

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:
(Cumulative) - (Cumulative) 8 (Cumulative) 452 (cumulativy) 427 (cumulative)

Daily Mud Cost: Daily Tangible Cost: $3,618
Daily Drilling Cost:

$21,878
WBS Element No. (Drlg)

UWDCBE2000DRL
Cum Mud Cost: Cum Tangible Cost:

$7,236
cumDrilling Cost:

$125,905
WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $125,905 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco API Number:
$1,000 $1,500 700 100 43-023-30016

Profit Center: Rig: Rig Phone: Drilling Rep:
MCBU SAUER RIG 30 435 749-0958 HACK BLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMS PEAK STATE of UTAH 1-36



DNFIDENTlAL
Daily 3ost Es :imate versions

CAPITAL EXPENSE
Chevron WBS#: UWDCBEVOOODRL WBS #: 0

Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork SAUER RIG 30 @7700/DAY 3,850 3,850 3,850 0 0
74400002 Rig - Footage / Turnkey BILLJR 0 38,926 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 686 686 980 0 0
71290300 Utilities - Other (potable water) NIELSONS 1,000 1,000 1,500 0 0
74400003 Rig Up / Rig Down MOBILIZATION 0 50,000 0 0

Rig Costs Total 5,536 95,256 0 0
66010100 Payroll & Other Benefits 0 0 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 1,800 1,800 3,600 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 3,900 0 0

Supervision Total 3,100 7,500 0 0
71400100 Chemicals & Treating Agents 0 0 0 0
74400004 Drilling Fluids MI MUD 1,675 1,675 1,675

0 0 0
0 0

71900500 Materials, Supply, Repair Parts 0 0 0 0

Mud, Materials Total 1,675 1,675 0 0

73400300 Other Transportation Services ASCO & NIELSONS 4,800 4,800 4,800 0 0
74400006 Dir. Survey and Service Costs 0 0 0 0
74400007 DrillString Rentals and Bits O 0 0 0

72300100 Surf. Equip.Rentals (wlo Oper)TRAILER 125 200 600 0 0
FORKLIFT 75

74500100 Contract Equip. &Serv. (wl Oper) 1,711 0 0 0
DOUBLEJACKBOPTEST 1,711 0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials O 0 0 0
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services O O 0 0
74400015 Slickline Services O 0 0 0

Cont act Rentals & Services Total 6,711 7,111 0 0
74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0

74400017 Coring 0 0 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud 0 0 0 0

Formation Evaluation Total 0 0 0 0
71900021 Well Pipe -Tubing >2" O 0 0 0
71900022 Well Pipe - Casing 8-5/8" SURFACE 3,088 3,088 6,176 0 0
71900100 Well Equipment / Materials FLOAT EQUIPMENT 530 530 1,060 0 0
71900110 Wellhead 0 0
71500100 Surface Lifting Eq. I Materials O O 0 0

Tangible Equipment Total 3,618 7,236 0 0

74400024 Cement & Cementing 0 0 0 0
74400025 Fishing Costs 0 0 0 0
74400013 Equipment Lost in Hole 0 0 0 0
74500021 Site Work / Roads / Locations O 0 0 0
94100700 Capitalized G&A 1,238 1,238 7,127 0 0

Total Field Estimate (Daily) 21,878 0

Total Estimated Cost (Cumulative) 125,905 0

$$$ Days $$$ Days

Days on Location: 2 Original Appropriations
Total Appropriated

Rig: SAUER RIG 30
Prepared By: HACK BLANKENSHIP

Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



ChevronTexaCi WILLIAMS PEAK •ÐTATEentfAH 1-36 Drilling Activity Report ye,,,,,,
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

900 ' 900 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:

3 1 28-Aug-02 583 ' 12.5 12.5
Torque: Drag: Rot Wt: PIU Weight: S/O Wt. Last BOP Test: ECD

50 53 48 08/27/2002 9.052
Last Casing Size: Set At: TVD Shoe Test: Leakoff?

8- 5/8 " 317 • Y N O
Cum Rot Hrs on Casing: Cum Rot Hrs on Casing Since Last Caliper: Whipstock Set @: KOP:

12.5 12.5
Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
co: MI GEL PIT 8.9 48.0 12.0 12.0 0.6
WL API: HTHP: FC(1/32) APl/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

12.0 2.0 3.0 0.0 9.7 0.3 11.5
Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids% HGILG: % DS/Bent:

.75/.85 250.0 40.0
Engr Service Materials added last

1 24 hrs: GEL - 55 POLY-PAC - 3 S. ASH - 1 LIGNITE - 1

MAXI-SEAL - 1 S-WRAP - 1 TRAILER RENT - 1
Drlg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

583 12.50 30 110

Total Length of BHA: BHA Description:

DCSize: DP Size: Hours On Hrs Since Last
Ja s: 12.5 Inspection: 12.5

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SQ. IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 115 2.36 192

5 14

Survey MD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

525 ' 1.3

Hrs.
(Frohm -To) Operations Covering 24 Hours Ending at Midnight

1:00 0:00 01:00 DRILL CEMENT F/ 260' TO 294', PUMP PRESSURE INCREASE

2:00 1:00 03:00 TOOH & UNPLUG BIT NOZZLES, TlH

1:00 3:00 04:00 DRILL CEMENT & 5' FORMATION, PUMP PRESSURE INCREASE

2:00 4:00 06:00 TOOH & UNPLUG BIT NOZZLES, TlH TO SHOE

2:00 6:00 08:00 CIRCULATE W/ DP SCREEN INSTALLED REMOVING CEMENT PLUG RUBBER & PLASTIC

4:00 8:00 12:00 DRILL F/ 322' TP 511' USING DP SCREEN

2:00 12:00 14:00 TOOH TO SHOE & CHANGE OUT WASHPIPE & PACKING, TlH P/U DC

1:00 14:00 15:00 DRILL F/511' TO 525' & SURVEY @525' = 1-1/4 DEGREE

2:30 15:00 17:30 DRILL FI 525' TO 655'

1:00 17:30 18:30 REPAIR#1 MUD PUMP (PISTON HEAD) #2 PUMP, CHANGE VALVE CAP GASKETS & RINGS

2:30 18:30 21:00 DRILL Fl 655' TO 744'

0:30 21:00 - 21:30 CHANGE TO #2 PUMP & CHANGE OUT VALVE & SEAT # 1

2:30 21:30 - 24:00 DRILL F/ 744' TO 900'

24 hr S immary:

DRILL, REPAIR PUMPS, SURVEYS

NO ACCIDENTS, SPILLS OR NEAR MISSES, SAFETY MEETING W/ ALL CREWS
Operations @0500 Hrs:

DRILLIGWI MUD @ 1100'
EVEN:

13
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

Mtqs: 3 144 Others: 72
Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) ¯ (Cumulative) 11 (Cumulative) 596 (cumulativy) 499 (cumulative)
Daily Mud Cost: Daily Tangible Cost:

$6,088
Daily Drilling Cost:

$29,155
WBS Element No. (Drlg)

UWDCBE2000DRL
Cum Mud Cost: Cum Tangible Cost:

$13,324
cumDrilling Cost:

$153,260
WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $153,260 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco API Number:
$1,000 $2,500 1,600 100 43-023-30016

Profit Center:
MCBU SAUER RIG 30

Rig Phone:
435 749-0958 Drilling Rep:

HACK BLANKENSHIP
Field:

WILLIAMS PEAK
Lease:

STATE of UTAH
weli#: 1-36 Date:



DENTIAL
Daily 3ost Estimate versions

CAPITAL EXPENSE
Chevron WBS#: UWDCBE2000DRL WBS #: 0

Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork SAUER RIG 30 @7700/DAY 7,700 7,700 11,550 0 0
74400002 Rig - Footage / Turnkey BILLJR ADD"L CMT 949 949 39,875 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 1,568 1,568 2,548 0 0
71290300 Utilities - Other (potable water) NIELSONS WATER 1,000 1,000 2,500 0 0
74400003 Rig Up / Rig Down MOBILIZATION 0 50,000 0 0

Rig Costs Total 11,217 106,473 0 0

66010100 Payroll & Other Benefits 0 0 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 0 1,800 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 5,200 0 0

Supervision Total 1,300 7,000 0 0

71400100 Chemicals &Treating Agents O O 0 0
74400004 Drilling Fluids MI MUD 980 980 2,655

0 0 0
0 0

71900500 Materials, Supply, Repair Parts O 0 0 0

Mud, Materials Total 980 2,655 0 0

73400300 Other Transportation Services ASCO & NIELSONS 4,800 4,800 9,600 0 0
74400006 Dir. Survey and Service Costs 0 0 0 0
74400007 DrillString Rentals and Bits O 0 0 0

72300100 Surf. Equip.Rentals (wlo Oper) TRAILER 125 200 600 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (wl Oper) 920 2,631 0 0
STRICKERS DC TEST 920 0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials O O O O
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services O 0 0 0
74400015 Slickline Services 0 0 0 0

Cont 'act Rentals & Services Total 5,920 13,031 0 0

74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0

74400017 Coring 0 0 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud PASON 2,000 2,000 2,000 0 0

Formation Evaluation Total 2,000 2,000 0 0

71900021 Well Pipe -Tubing >2" O 0 0 0
71900022 Well Pipe - Casing 8-5/8" SURFACE 3,088 3,088 9,264 0 0
71900100 Well Equipment / Materials FLOAT EQUIPMENT 530 530 1,590 0 0
71900110 Wellhead VETCO 2,470 2,470 2,470 0
71500100 Surface Lifting Eq. I Materials 0 0 0 0

Tangible Equipment Total 6,088 13,324 0 0

74400024 Cement & Cementinq 0 0 0 0
74400025 Fishing Costs O O O 0
74400013 Equipment Lost in Hole 0 0 0 0

74500021 Site Work / Roads / Locations 0 0 0 0
94100700 Capitalized G&A 1,650 1,650 8,777 0 0

Total Field Estimate (Daily) 29,155 0

Total Estimated Cost (Cumulative) 153,260 0

$$$ Days $$$ Days

Days on Location: 3 Original Appropriations
Total Appropriated

Rig: SAUER RIG 30
Prepared By: HACK BLANKENSHIP

Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



42.2,,, 00NFllEN11AL
ChevronTexaCI WILLIAMS PEAK ST A 1-36 Drilling Activity Report ye,sions

Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:
1,339 ' 1,339 ' 2,000 ' 2,000 '

DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:
4 1 28-Aug-02 439 ' 12.0 24.5

Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test: ECD
08/27/2002 9.04

Last Casing Size: Set At: TVD Shoe Test: Leakoff?
8- 5/8 " 317 ' Y N O

Cum Rot Hrs on Casing:
24.5

cumRot Hrs on Casing Since Last Caliper:
24.5

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
co: MI GEL PIT 8.9 40.0 9.0 11.0 0.4
WLAPI: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

10.0 2.0 3.0 0.0 9.7 0.5 8.5
Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids % HGILG: % DS/Bent:

.05/.2 250.0 80.0
Engr Service Materials added last

1 24 hrs; GEL - 124 POLYPAC - 3 CAUSTIC SODA - 1 LIGNITE - 2

MAXISEAL - 10 S WRAP - 2 TRAILER RENTAL - 1
Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

N/A 30 N/A 30

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

1,022 24.50 30 110 3 3 A E I CORE

Total Length of BHA:
257 ' BHA Description:

CORE BIT - CORE BBL-JARS - XO - 10 DC - XO

DC Size: DP Size: Hours On Hrs Since Last
Ja s: 24.5 inspection: 24.5

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SQ. IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 115 2.36 192

5 14

Survey MD Angle Direction TVD NIS Coordinate E/W Coordinate Vertical Section DLS

987 ' 0.8

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

2:00 0:00 - 02:00 DRILL Fl900' TO 1023'

0:30 2:00 - 02:30 SURVEY @987' = 3/4 DEGREE

1:00 2:30 03:30 TRANSFER WATER Fl RESERVE & WATER TANK

10:00 3:30 13:30 DRILL Fl 1023' TO 1339', CORE POINT

0:30 13:30 14:00 CIRCULATE F/ SAMPLE

1:00 14:00 15:00 SHORT TRIP TO 905' ( 7 STANDS )
0:30 15:00 15:30 CIRCULATE F/ SAMPLE

1:30 15:30 17:00 TOOH W/ BIT # 1RR & SLM

2:00 17:00 19:00 P/U & SERVICE CORE BARREL & MAKE UP JARS

4:00 19:00 23:00 WAIT ON CROSS OVER SUB

1:00 23:00 - 24:00 M/U BHA & TlH TO 765', TAG TIGHT PLACE

24 hr SJmmary:

DRILL, SURVEY, CIRC, SHORT TRIP, CIRC, TOOH, WO XO SUB, TIH

NO ACCIDENTS, SPILLS, OR NEAR MISSES, SAFETY MEETING W/ ALL CREWS
Operations @0500 Hrs:

WASH & REAM Wl CORE BIT @1200'
EVEN:

14
incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

Mtqs: 3 144 Others: 140

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) ¯ (Cumulative) 14 (cumulative) 740 (cumulativ:) 639 (cumulative) -

Daily Mud Cost: Daily Tangible Cost: Daily Drilling Cost:
$20,206

WBS Element No. (Drlg)
UWDCBE2000DRL

Cum Mud Cost: Cum Tangible Cost:
$6,088

cumDrilling Cost:
$166,230

WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $166,230 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco API Number:
$1,000 $3,500 1,200 100 43-023-30016

Profit Center: Rig: Rig Phone: Drilling Rep:
MCBU SAUER RIG 30 435 749-0958 HACK BLANKENSHIP

Field Lease: Well #: Date:
WILLIAMS PEAK STATE of UTAH 1-36



00NFilENTIAL
Daily 3ost Es imate versions

CAPITAI.. EXPENSE
Chevron wes#: UWDCBE2000DRL WBS #: 0

Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork SAUER RIG 30 @7700/DAY 7,700 7,700 19,250 0 0
74400002 Rig - Footage / Turnkey BILLJR ADD"L CMT 949 949 40,824 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 1,176 1,176 3,724 0 0
71290300 Utilities - Other (potable water) NIELSONS WATER 1,000 1,000 3,500 0 0
74400003 Rig Up / Rig Down MOBILIZATION O 50,000 0 0

Rig Costs Total 10,825 117,298 0 0

66010100 Payroll & Other Benefits O 0 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 0 1,800 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 6,500 0 0

Supervision Total 1,300 8,300 0 0

71400100 Chemicals &Treating Agents 0 0 0 0
74400004 Drilling Fluids MI MUD 1,383 1,383 4,038

0 0 0
0 0

71900500 Materials, Supply, Repair Parts 0 0 0 0

Mud, Materials Total 1,383 4,038 0 0

73400300 Other Transportation Services HAYGOOD (CORE BBL ASSY} 1,332 1,332 5,332 0 0
74400006 Dir. Survey and Service Costs 0 0 0 0
74400007 DrillStrinq Rentals and Bits 0 0 0 0

72300100 Surf. Equip.Rentals (wlo Oper) TRAILER 125 200 900 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (wl OpBAKER INTEQ 3,022 3,022 5,653 0 0
0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials O 0 0 0
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services 0 0 0 0
74400015 Slickline Services O O 0 0

Cont act Rentals & Services Total 4,554 17,585 0 0

74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0

74400017 Coring 0 0 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud PASON 1,000 1,000 3,000 0 0

Formation Evaluation Total 1,000 3,000 0 0

71900021 Well Pipe -Tubing >2" O O O 0
71900022 Well Pipe - Casing 0 3,088 0 0
71900100 Well Equipment / Materials 0 530 0 0
71900110 Wellhead 0 2,470 0 0
71500100 Surface Lifting Eq. I Materials 0 0 0 0

Tangible Equipment Total 0 6,088 0 0

74400024 Cement & Cementing 0 0 0 0
74400025 Fishing Costs O O O O
74400013 Equipment Lost in Hole 0 0 0 0

74500021 Site Work / Roads / Locations O O O 0
94100700 Capitalized G&A 1,144 1,144 9,921 0 0

Total Field Estimate (Daily) 20,206 0

Total Estimated Cost (Cumulative) 166,230 0

$$$ Days $$$ Days

Days on Location: 4 Original Appropriations
Total Appropriated

Rig: SAUER RIG 30
Prepared By: HACK BLANKENSHIP

Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



ChevronTexaCI WILLIAMS PEAK - TAH 1-36 Drilling Activity Report v.,sions
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

1520 1,520 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:

6 3 28-Aug-02 181 ' 8.5 33.0
Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test:

08/27/2002
ECD

0.114
Last Casing Size: Set At: TVD Shoe Test: Leakoff?

8- 5/8 " 317 · Y N
[¯]

Cum Rot Hrs on Casing:
33.0

cumRot Hrs on Casing Since Last Caliper:
33.0

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: 9 Gel:
co: MI GEL PIT 39.0 9.0 9.0 0.4
WL API: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

11.6 2.0 3.0 0.0 9.7 0.5 9.0
Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids % HG/LG: % DS/Bent:

.05/.2 250.0 80.0
Engr Service Materialsadded last

24hre,

Drlg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:25-45 46 N/A N/A

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

33.00 30 110

Total Length of BHA:
458 ' BHA Description: BIT-BIT SUB-16 DC-XO

DC Size: DP Size: Hours On Hrs Since Last
Ja s: 33.0 inspection: 33.0

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SO. IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 0 0.00 192

5 14

Survey MD Angle Direction TVD N/S Coordinate E/W Coordinate Vertical Section DLS

1475 1.3

Hrs. (Fromm Operations Covering 24 Hours Ending at Midnight

6:00 0:00 06:00 WASH & REAM F/ 765' TO 1339', BRIDGE @922, 1020, & 1130'

2:00 6:00 08:00 TAG BOTTOM g 1339', CIRCULATE & TRY TO REAM, CORE BBL PLUGGED

1:00 8:00 09:30 TOOH W/ PLUGGED CORE BBL

2:00 9:30 11:30 RETRIEVE 5' CORE LIME, NO COAL

2:00 11:30 13:30 TIH &REAM 97' TO BOTTOM g 1345'

8:00 13:30 21:30 DRILL FI 1345' TO 1500'

0:30 21:30 22:00 SURVEY @1475' = 1-1/4 DEGREE

1:30 22:00 23:30 TOOH TO DC LAYlNGDOWN 6 JTS DP, RUN 3 STANDS DC OUT OF DERRICK, ( NEED MORE BI

23:30 - 24:00 DRILL F/ 1500' TO 1520' Wl 30000 WOB & 120 RPM

24 hr Summary:

NO ACCIDENTS, SPILLS, OR NEAR MISSES, SAFETY MEETING W/ ALL CREWS
Operations @0500 Hrs:

DRILL@1750
EVEN:

15
incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

Mtqs: Others:
Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) ¯ (Cumulative) 17 (cumulative) 884 (cumulativ:) 784 (cumulative)
Daily Mud Cost: Daily Tangible Cost: Daily Drilling Cost:

$16,202
WBS Element No. (Drig)

UWDCBE2000DRL
Cum Mud Cost: Cum Tangible Cost:

$6,088
cumDrilling Cost:

$198,634
WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $198,634 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco % API Number:
$3,500 200 43-023-30016

Profit Center:
MCBU SAUER RIG 30

Rig Phone:
435 749-0958

Drilling Rep:
HACK BLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMSPEAK STATE of UTAH 1-36



Daily 3ost Es imate versions

| CAPITAI. EXPENSE
Chevron WBS#: UWDCBE:000DRL WBS#: 0
Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork SAUER RIG 30 @7700/DAY 7,700 7,700 34,650 0 0
74400002 Rig - Footage / Turnkey BILLJR ADD"L CMT 0 40,824 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 0 3,724 0 0
71290300 Utilities - Other (potable water) NIELSONS WATER 0 3,500 0 0
74400003 Rig Up / Rip Down MOBILIZATION O 50,000 0 0

Rig Costs Total 7,700 132,698 0 0
66010100 Payroll & Other Benefits O O 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 0 1,800 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 7,800 0 0

Supervision Total 1,300 10,900 0 0
71400100 Chemicals & Treating Agents O O O O
74400004 Drilling Fluids MI MUD 966 966 5,970

0 0 0
0 0

71900500 Materials, Supply, Repair Parts O 0 0 0
Mud, Materials Total 966 5,970 0 0

73400300 Other Transportation Services 0 5,332 0 0
74400006 Dir. Survey and Service Costs O 0 0 0
74400007 DrillString Rentals and Bits O O O O

72300100 Surf. Equip.Rentals (wlo Oper)TRAILER 125 200 1,200 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (wl Op BAKER INTEQ 1,511 4,119 9,772 0 0
TERITECH 2,608 0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials O O O O
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services O O 0 0
74400015 Slickline Services 0 0 0 0

Cont act Rentals & Services Total 4,319 26,223 0 0
74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0
74400017 Coring 0 0 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud PASON 1,000 1,000 5,000 0 0

Formation Evaluation Total 1,000 5,000 0 0
71900021 Well Pipe -Tubing >2" O O O 0
71900022 Well Pipe - Casing 0 3,088 0 0
71900100 Well Equipment / Materials O 530 0 0
71900110 Wellhead 0 2,470 0 0
71500100 Surface Lifting Eq. I Materials O O 0 0

Tangible Equipment Total 0 6,088 0 0
74400024 Cement & Cementing 0 0 0 0
74400025 Fishing Costs O O 0 0
74400013 Equipment Lost in Hole 0 0 0 0
74500021 Site Work / Roads / Locations O O 0 0
94100700 Capitalized G&A 917 917 11,755 0 0

Total Field Estimate (Daily) 16,202 0

Total Estimated Cost (Cumulative) 198,634 0

$$$ Days $$$ Days
Days on Location: 6 Original Appropriations

Total Appropriated

Rig: SAUER RIG 30 Prepared By: HACK BLANKENSHIP
Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



ChevronTexact WILLIAMS PEAK WTWTfoFUTAl+ 1-36 Drilling Activity Report ye,,,,, s
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

2,000 ' 2,000 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:

6 3 28-Aug-02 480 ' 10.5 43.5
Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test:

08/27/2002
ECD

9.252
Last Casing Size: Set At: TVD Shoe Test: Leakoff?

8- 5/8 " 317 ' Y N O
Cum Rot Hrs on Casing:

43.5
Cum Rot Hrs on Casing Since Last Caliper:

43.5
Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: 9 Gel:
co: MI GEL PIT 9.1 48.0 14.0 12.0 ## 0.4
WLAPI: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

9.8 2.0 4.0 0.0 9.6 0.5 8.2
Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids% HG/LG: % DSIBent:

0/.25 200.0 120.0
Engr Service Materials added last

1 24hrs; GEL-49 POLYPAC-3 POLYPLUS-1 CEDAR FIBER-3

MAXISEAL-3 SWRAP-1 TRAILER RENTAL-1
Drlg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type dets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

1,683' 43.50 30 110 4 4 BT O E I WT TD

Total Length of BHA:
458 ' BHA Description: BIT-BIT SUB-16 DC-XO

DC Size: DP Size: Hours On Hrs Since Last
Ja s: 43.5 inspection: 43.5

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SQ. IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 117 2.41 192

5 14

Survey MD Angle Direction TVD N/S Coordinate E/W Coordinate Vertical Section DLS

1,973 ' 1.3

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

8:00 0:00 - 08:00 DRILL F/ 1520' TO 1854'

0:30 8:00 - 08:30 REPLACE SUCTION VALVE#1 PUMP, #2 PROBLEM W/ STARTER

2:30 8:30 11:00 DRILL FI 1854" TO 2000' ( TD )
0:30 11:00 - 11:30 SHORT TRIP ( 5 STANDS )
2:30 11:30 14:00 CIRCULATE & DROP SURVEY, TOOH, SLM, SURVEY MISSFIRED

3:30 14:00 17:30 SAFETY MEETING, RIU SCHLUMBERGER &LOG W/ PLATFORM EXPRESS, LOGGERS DEPTH = 2017'

1:30 17:30 - 19:00 TIH WI BIT # 1RR & CIRCULATE, WAIT ON LOGGING TOOLS, FMI & DIPOLE SONIC IMAGER

0:30 19:00 - 19:30 SURVEY g 1973' = 1-1/4 DEGREE

0:30 19:30 - 20:00 CIRCULATE F/ LOGS

1:30 20:00 - 21:30 TOOH Fl WIRELINE LOGS

2:30 21:30 - 24:00 SAFETY MEETING, P/U FMI TOOL, TlH & LOG

24 hr S immary:

DRILL, SHORT TRIP, CIRCULATE, TOOH, LOG

Operations @0500 Hrs:
PREPARE TO LAYDOWN DC & SET CEMENT PLUGS

EVEN:
16

incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:
Mtqs: 4 144 Others: 110

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) ¯ (Cumulative) 21 (cumulative) 1,028 (cumulativi) 894 (cumulative) -

Daily Mud Cost: Daily Tangible Cost: Daily Drilling Cost: $14,367
WBS Element No. (Drlg)

UWDCBE2000DRL
Cum Mud Cost: Cum Tangible Cost:

$6,088
cumDrilling Cost: $191,850

WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $191,850 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco % API Number:
$500 $4,000 200 43-023-30016

Profit Center:
MCBU SAUER RIG 30

Rig Phone:
435 749-0958

Drilling Rep:
HACK BLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMS PEAK STATE of UTAH 1-36



00NFIDEN11AL
Daily 3ost Es imate versions

CAPITAI.. EXPENSE
Chevron WBS#: UWDCBE2000DRL WBS #: 0

Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rip - Daywork SAUER RIG 30 @7700/DAY 7,700 7,700 34,650 0 0
74400002 Rig - Footage / Turnkey BILLJR ADD"L CMT 0 40,824 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 196 196 3,920 0 0
71290300 Utilities - Other (potable water) NIELSONS WATER 500 500 4,000 0 0
74400003 Rig Up / Rig Down MOBILIZATION O 50,000 0 0

Rig Costs Total 8,396 133,394 0 0

66010100 Payroll & Other Benefits O 0 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 0 1,800 0 0
70000300 Contract Labor (Consultants) APEX & CALLOWAY 1,300 1,300 8,100 0 0

Supervision Total 1,300 10,900 0 0

71400100 Chemicals & Treating Agents O 0 0 0
74400004 Drilling Fluids MI MUD 1,050 1,050 6,054

0 0 0
0 0

71900500 Materials, Supply, Repair Parts O 0 0 0

Mud, Materials Total 1,050 6,054 0 0

73400300 Other Transportation Services 0 5,332 0 0
74400006 Dir. Survey and Service Costs O 0 0 0
74400007 DrillString Rentals and Bits O 0 0 0

72300100 Surf. Equip.Rentals (w/o Oper TRAILER 125 200 1,400 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (w/ OpTERITECH 2,608 2,608 5,239 0 0
0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coll Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials O O O O
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services O 0 0 0
74400015 Slickline Services O O 0 0

Cont act Rentals & Services Total 2,808 11,971 0 0

74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0

74400017 Coring BAKER INTEQ 0 6,792 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud PASON O 5,000 0 0

Formation Evaluation Total 0 11,792 0 0
71900021 Well Pipe -Tubing >2" O O 0 0
71900022 Well Pipe - Casing 0 3,088 0 0
71900100 Well Equipment / Materials 0 530 0 0
71900110 Wellhead 0 2,470 0 0
71500100 Surface Lifting Eq. / Materials O O 0 0

Tangible Equipment Total 0 6,088 0 0

74400024 Cement & Cementing 0 0 0 0
74400025 Fishing Costs O 0 0 0
74400013 Equipment Lost in Hole 0 0 0 0
74500021 Site Work / Roads / Locations 0 0 0 0
94100700 Capitalized G&A 813 813 11,651 0 0

Total Field Estimate (Daily) 14,367 0

Total Estimated Cost (Cumulative) 191,850 0

$$$ Days $$$ Days

Days on Location: 6 Original Appropriations

Total Appropriated

Rig: SAUER RIG 30 Prepared By: HACK BLANKENSHIP
Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



ChevronTexaCI WILLIAMS PEAK 1-36 Drilling Activity Report 2.,,,,,,

Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:
2,000 ' 2,000 ' 2,000 ' 2,000 '

DOL: DFS: Spud Date: Daily Footage: Daily Rot Hrs: Total Rot Hrs:
7 4 28-Aug-02 0 ' 43.5

Torque: Drag: Rot Wt: P/U Weight: S/O Wt. Last BOP Test:
08/27/2002

ECD
9.227

Last Casing Size: Set At: TVD Shoe Test: Leakoff';
8- 5/8 " 317 ' Y N

Cum Rot Hrs on Casing:
43.5

cumRot Hrs on Casing Since Last Caliper:
43.5

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: 9 Gel:
co: MI GEL PIT 9.1 45.0 12.0 10.0 ## 0.4
WL API: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

9.6 2.0 4.0 0.0 9.6 0.3 8.0
Pm: Pf/Mf: Carb: CI: Ca/Mg: Bent: Solids% HG/LG: % DSIBent:

0/.25 200.0 120.0
Engr Service Materials added last

1 24hrs. GEL-12 SODA ASH-1 LIGNITE-1 MAXSEAL-1

PALLETS-18 S.WRAP-14 TRAILER RENTAL-1
Drlg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

1,683 43.50 30 110 4 4 BT O E I WT TD

Total Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
Ja s: 43.5 Inspection: 43.5

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHP/SQ. IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 117 2.41 192

5 14

Survey MD Angle Direction TVD N/S Coordinate E/W Coordinate Vertical Section DLS

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

2:00 0:00 02:00 P/U DIPOLE SONIC TOOL & LOG

1:30 2:00 03:30 TIH Wl8 STANDS DC
1:00 3:30 04:30 CIRCULATE WI SLOW PUMP RATE

3:00 4:30 07:30 SAFETY MEETING, R/U LAY DOWN CREW & LAY DOWN DC, RIG DOWN

1:30 7:30 09:00 TlH W/ 24 STANDS DP

2:30 9:00 11:30 CIRCULATE W/ SLOW PUMP RATE

1:00 11:30 12:30 SAFETY MEETING, R/U DOWELL, TEST LINES & PUMP 200' PLUG Fl 1400' TO 1600', 60 SKS "G" CEMENT

1:00 12:30 13:30 TOOH W/ 4 STANDS DP, TOOH L/D 20 JOINTS DP, OPEN END DP @622'

1:00 13:30 14:30 PUMP 30 SK "G" CEMENT, 100' PLUG

0:30 14:30 15:00 L/D 20 JOINTS DP, TlH W/ 4 STANDS DP & LAY DOWN 5 JTS, OPEN END @90'

1:00 15:00 16:00 PUMP 73 SK "G" CEMENT PLUG, 350', 4 BBL CEMENT TO SURFACE

5:00 16:00 21:00 NIPPLE DOWN BOP & CLEAN MUD TANK, RIG RELEASE g 2100 HOURS 9/1/02

P& A PROCEDURE APPROVED VERBALLY BY DUSTIN DOUCET OF UTAH OG&M 9/1/02

24 hr Summary:
LOG, TIH, CIRC, LAYDOWN DRILL STRING CEMENT PLUGS, RELEASE RIG

NO ACCIDENTS SPILLS, OR NEAR MISSES, SAFETY MEETING W/ ALL CREWS
Operations @0500 Hrs:

RIG DOWN & PREPARE FOR MOVE TO STATE of UTAH 1-20
EVEN:

17
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

Mtqs: 4 144 Others: 94

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) ¯ (Cumulative) 25 (cumulative) 1,172 (cumulativ) OSS (Cumulative) -

Daily Mud Cost: Daily Tangible Cost: Daily Drilling Cost:
$39,647

WBS Element No. (Drlg)
UWDCBE2000DRL

Cum Mud Cost: Cum Tangible Cost:
$6,088

cumDrilling Cost:
$231,497

WBS Element No. (Comp)

Daily Comp Cost Cum Completion Cost Cum Well Cost Total Appr:
$0 $231,497 $ 261,400

Daily Water Cost: Cum. Water Cost: Fuel: Bulk Wt: ChevronTexaco % API Number:
$4,000 100 43-023-30016

Profit Center: Rig: Rig Phone: Drilling Rep:
MCBU SAUER RIG 30 435 749-0958 HACK BLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMS PEAK STATE of UTAH 1-36



Daily 3ost Es imate versions

CAPITAI. EXPENSE
Chevron WBS#: UWDCBE2000DRL WBS #: 0

Cost Element Description Vendor Breakdown Daily Cum Breakdown Daily Cum

74400001 Rig - Daywork SAUER RIG 30 @7700/DAY I 6,738 6,738 41,388 0 0
74400002 Rig - Footage / Turnkey BILLJR 0 40,824 0 0
71290100 Fuel - Diesel / Motor Fuels RED ROCK 196 196 4,116 0 0
71290300 Utilities - Other (potable water) NIELSONS WATER 0 4,000 0 0
74400003 Rig Up / Rig Down MOBILIZATION 0 50,000 0 0

Rig Costs Total 6,934 140,328 0 0

66010100 Payroll & Other Benefits O 0 0 0
70000100 Contract Labor (Roustabouts) GARDINERS & WELDER 600 600 2,400 0 0
70000300 Contract Labor (Consultants) APEX &CALLOWAY 1,300 1,300 9,400 0 0

Supervision Total 1,900 12,800 0 0

71400100 Chemicals & Treating Agents 0 0 0 0
74400004 Drilling Fluids MI MUD 414 414 6,468

0 0 0
0 0

71900500 Materials, Supply, Repair Parts 0 0 0 0

Mud, Materials Total 414 6,468 0 0

73400300 Other Transportation Services 0 5,332 0 0
74400006 Dir. Survey and Service Costs O 0 0 0
74400007 DrillString Rentals and Bits O 0 0 0

72300100 Surf. Equip.Rentals (wlo Oper) TRAILER 125 200 1,600 0 0
FORKLIFT 75

74500100 Contract Equip. & Serv. (wl OpTERITECH 10,491 0 0
FRANKS CASING CREW 5,252 5,252 0 0

75100300 X-Ray & Insp. Serv. 0 0 0 0
76200300 Comunnications 3rd party 0 0 0 0
74400009 Coil Tubing 0 0 0 0
74400010 Stimulation / Gravel Pack Materials O 0 0 0
74400011 Pumping Service 0 0 0 0
74400014 Perforating & Electric Line Services O O O O
74400015 Slickline Services O O 0 0

Cont'act Rentals & Services Total 200 12,171 0 0

74200300 Solid Waste Disposal 0 0 0 0
74200600 Waste Water Disposal 0 0 0 0

Waste Disposal Total 0 0 0 0

74400017 Coring BAKER INTEQ 0 6,792 0 0
74400018 Testing 0 0 0 0
74400019 Logging Wireline 0 0 0 0
74400021 Logging - Mud PASON O 5,000 Ò 0

Formation Evaluation Total 0 11,792 0 0

71900021 Well Pipe -Tubing >2" 0 0 0 0
71900022 Well Pipe - Casing 0 3,088 0 0
71900100 Well Equipment / Materials 0 530 0 0
71900110 Wellhead 0 2,470 0 0
71500100 Surface Lifting Eq. / Materials O O 0 0

Tangible Equipment Total 0 6,088 0 0

74400024 Cement & Cementing DOWELL SET PLUGS 5,000 5,000 5,000 0 0
74400025 Fishing Costs O O 0 0
74400013 Equipment Lost in Hole 0 0 0 0
74500021 Site Work / Roads / Locations SCAMP 18,000 18,000 18,000 0 0
94100700 Capitalized G&A 1,947 1,947 13,598 0 0

Total Field Estimate (Daily) 39,647 0

Total Estimated Cost (Cumulative) 231,497 0

$$$ Days $$$ Days

Days on Location: 7 Original Appropriations
Total Appropriated

Rig: SAUER RIG 30 Prepared By: HACK BLANKENSHIP
Field: WILLIAMS PEAK Lease: STATE of UTAH Well No.: 1-36 Date THRU:



9

Division of Oil, Gas and Mining
PHONE CONVERSATION DOCUMENTATION FORM

Route original/copy to:

ell File Suspense Other

UN 3kk \ - 3 O (Return Date)
(Loc.) Sec 3c4 Twp / s- 5 Rng .! Jul (To-Initials)
(API No.) 4 3 o 13 3o c I fa

1. Date of Phone Call: / 2 Time: 0° 9 .--et
-

2. DOGM Employee (name) Deno acg¶ ( Initiated Call)

a 8 (,la a p ( ated Call) - Phone No. ( )

of (Company/Organization) Co e-o ( co s |+ 9 --1 †

3. Topic of Conversation: c> \Ale i

4. Highlights of Conversation: ve g, lo pp rom (



FORM 9 STATE OF UTAH U l i UL 1 I L

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number

ML-48428

SUNDRYNOTICESAND REPORTS ON WELLS 6.If Indian,AllotteeorTribeName:

N/A
Do not use this form for proposals to drill newwells, deepen existingwells,or to reenter plu0gedand abandoned wells. 7. Unit Agreement Name:

Use APPLICATIONFOR PERMIT TO DRILL OR DEEPEN form forsuch proposals N/A

1.TypeofWell: OIL O GAS El OTHER: 8. Wel d t

2. Name of Operatot 9. APIWell Number

ChevmnTexaco 43-023-30016
3. Address and Telephone Number 10. Field or Pool, orWildcat:

1111l S. Wilcrest Drive. Houston. Texas 77099 281-561-4860 Wildcat
4. Location ofWell

Footages: 2,100' FNL, 3,300' FEL c°""Y Juab
QQ,Sec , T , R , M.: State:

, SE/4 NWl4, Section 36, Tl5S, Rl.5W, SLB&M Utah
19. CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandon 0 New Construction 0 Abandon * O New Construction
O Repair Casing O Pull or Alter Casing O Reþair Casing O Puti or Alter Casing
0 Change of Plans O Recomplete O Change of Plans O Reperforate
O Convert to Injection O Reperforate O Convert to Injection O Vent or Flare
O Fracture Treat or Acidize 0 Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

0 Multiple Completion 0 Water Shut-Off 11 Other Weeklv Drilling Reports
O Other Date of work completion
Approximate date work will start

Report results of Multiple Completions and Recompletions to different reservoirs on WELL
COMPLETION OR RECOMPLETION REPORT AND LOGform.
* Must be accompanied by a cement verification report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface locations and measured and true
vertical depths for allmarkers and zones pertinent to ihis work )

Attached please find the weekly drilling report for the Utah State 1-36.

RECENED

ORIGINAL
13.

Name& Signature: Don Arnilton Agent for ChevronTexaco Date: 9/4/02

(This space for state use



- CONFllENllAL
ChevronTexac WILLIAMSPEAK STATE of UTAH 1-36 Drilling Activity Report v.,,,,, s
Measured Depth: TVD: PBTD: Proposed MD:

2,000 ' Proposed TVD:
2,000 '

DOL: DFS: Spud Date: DailyFootage: Daily Rot Hrs: Total Rot Hrs:
0.0

Torque: Drag: Rot Wt: P/U Weight: SIO Wt. Last BOP Test: ECD

Last Casing Size: Set At: TVD Shoe Test: LeakolP? O NO
Cum Rot Hrs on Casing: Cum Rot Hrs on Casing Since Last Caliper Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
co:
«L APl: HTHP: FC(1/32) APIIHTHP: Solids: % Oil: % Water % Sand: MBT: pH:

Pm: PflMf: Cartr CI: Ca/Mg: Bent: Solids% HGILG: % DSIBent:

Engr Service Materialsat dedlast
24 hrW

Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char 7Pull Cost/Ft

Total Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
in Invertion

Bit Liner Stroke BBLISTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ. IN. Pump HHP

Survey MD Angle Direction TVD NIS Coordinate ElW Coordinate Vertical Section DLS

Hrs. (From -To) Operations Covering 24 Hours Ending at Midnight
hh:mm

11:00 4:00 15:00 SAFETYMEETING,RIG DOWN, LOADOUT TRUCKS, 100% RIG DOWN
5:00 15:00 20:00 RIG MOVE TO WILLIAMSPEAKSTATE of UTAH01-36

4:00 20:00 24:00 WAITON DAYLIGHT

RIG MOVE 50%
RIGUPO% sécDVED

SEPO6 2002
D¡YiBION OF

¡L GAS AND



00NFIDENTlAL

24 hr Summary:
RIG DOWN,LOADTRUCKS & RIG MOVE

NO ACCIDENTS,SPILLS, OR NEARMISSES, SAFETYMEETINGWI ALLCREWS
Operations @0500 Hrs:

WAITON DAYLIGHT
SAFETY; DAYS:

10
EVEN:

Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:
3 144 160

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:
(Cumulative) (Cumulative3 3 (Cumulative) 14 (Cumulativ i 160 (cumulativel -

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Bulk Wt: ChevronTexaco ' API Number:
73 43-023-30016

Profit Center Rig: Rig Phone: DrillingRep:
MCBU SAUER RIG 30 435 749-0958 HACKBLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMSPEAK STATE of UTAH 1-36 25-Aug-02

CEIVED
SEPO62002
DIVISIONOF

OIL GAS AND



OnNFilENllAL
ChevronTexac WILLIAMSPEAK STATEof UTAH 1-36 Drilling Activity Report v.,
Measured Depth: TVD: PBTD: Proposed MD:

2,000 ' Proposed TVD:
2,000 '

DOL: DFS: Spud Date: Daily Footage: DailyRot Hrs: Total Rot Hrs:
1 0 ' 0.0

forque: Drag: Rot Wt: P/U Weight: SIO Wt. Last BOP Test: ECD

Last Casing Size: Set At: TVD Shoe Test Leakolf?8- 5/8 " 317 . Y N

Cum Rat Hrs on Casing:
0.0

Cum Rat Hrs on Casing Since Last Caliper.
0.0

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt FV: PV: YP: Gel:
Co
WL API: HTHP: FC(1/32) APIIHTHP: Solids: % Oil: % Water % Sand: MBT: pH:

Pm: Pf/MF carts: CI: Ca/Mg: Bent: Solids % HGILG: % DS/Bent

Engr Service Materialsat ded last
24 hrW

Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

fatal Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Sinœ Last
is ,. 0.0 ype my 0.0

Bit Liner Stroke BBL/STK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ. IN. Pump HHP

Survey MD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

Hrs.
(From -To) Operations Covering 24 Hours Ending at Midnight

hh:mm

7:00 0:00 - 07:00 WAITON DAYLIGHT
14:00 7:00 - 21:00 RIG UP 75%, SET #2 PUMP, RIG MOVE 90 %, INSPECT DRILL COLLARS
3:00 21:00 - 24:00 WAITON DAYLIGHT

DIVISIONQF
OIL,GAS AND



CONFllENTlAL

24 hr Summay:

NO ACCIDENTS,SPILLS, OR NEARMISSES, SAFETYMEETINGWI ALLCREWS
Operations @0500 Hrs:

WAIT ON DAYLIGHT
EVEN:

11
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:grja. 2 164 90
Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) - (Cumulativel 5 (cumulativei 308 (cumulatisy 250 (cumulativel -

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

:ulkWt: ChevonTexaco ' API Number
too 43-023-30016

MCBU SAUER RIG 30
in Phone:

435 749-0958
DrillingRep:

HACKBLANKENSHIP
Field: Lease: Well #: Date:

WILLIAMSPEAK STATE of UTAH 1-36 26-Aug-02

RECEIVED
SEPB62002
DIVISION OF

OIL, GAS AND



ONFllENTIAL
ChevronTexaC WILLIAMSPEAK STATEof UTAH 1-36 Drilling Activity Report v..s
Measured Depth: TVD: PBTD: Proposed MD:

2,000 ' Proposed TVD:
2,000 '

DOL: DFS: Spud Date: Daily Footage: Daily Rat Hrs: Total Rot Hrs:
2 0 ' 0.0

forque: Drag: Rot Wt: PIU Weight: SIO Wt. Last BOP Test:
8/27/02

ECD
8.489

Last Casing Size: Set At: TVD Shoe Test: LeakoWP8- 5/8 " 317 · Y N

Cum Rot Hrs on Casing:
0.0

Cum Rot Hrs on Casing Since Last Caliper.
0.0

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:co- MI GEL PIT 8.4 40.0 12.0 7.0 0.5
WL API: HTHP: FC(1/32) APl/HTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

15.0 2.0 1.0 0.0 9.0 N/A 10.5
Pm: PflMf carb: CI: Ca/Mg: Bent: Solids % HGILG: % DSIBent:

1.0/1.5 200.0 40.0
Engr Service Materialsa<ded last

1 74 hm- GEL - 30 POLY-PAC - 1 CAUSTICS - 1 S. ASH - 2

Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. lADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

fatal Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hra Since Last
la y 0.0 op. 0.0

Bit Liner Stroke BBLISTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ.IN. Pump HHP

1RR 6 16 0.145

Survey MD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

(From -To)Hrs. Operations Covering 24 Hours Ending at Midnight
hh:mm

7:00 0:00 07:00 WAIT ON DAYLIGHT

7:30 7:00 14:30 CONTINUERIG UP, RIG MOVE100%, NIPPLE UP ANNULARBOP, MODIFY PLUMBING#2 PUMP MIXSPUD MUD

6:00 14:30 20:30 TEST KELLY, VALVES,KILLLINE,BOP & CHOKE MANIFOLD2000 PSI, TEST ANNULAR&CASIN

TO 1000 PSI ( PROBLEMSTESTINGANNULAR,NOT USED IN6+ MONTHS
3:30 20:30 24:00 TIHPICKINGUP BHA(TAGCEMENTg 260')

RECFIVFD
SEP062002
UlvlblUN UF

OlL, GAG AND



CONFIDENTIAL

24 hr Summary:

NO ACCIDENTS,SPILLS OR NEAR MISSES, SAFETY MEETINGWITH ALLCREWS
Operations @0500 Hrs:

TOOH TO UNPLUGBIT
EVEN:

12
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

3 144 177

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:
(Cumulative) ¯ (Cumulative) 8 (Cumulativel 452 (cumulativi 427 (cumulatival -

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Fuel: Bulk Wt: ChevronTexaco ' API Number
700 1oo 43-023-30016

Prolit center
MCBU SAUER RIG 30 435 749-0958 DrillingRep:

HACK BLANKENSHIP
Field: Lease: Well #: Date:

WILLIAMSPEAK STATEof UTAH 1-36 27-Aug-02

RECEIVED
SEPO62002
DIVISiON OF

OIL, GAS AND



CONFIDENTIAL
ChevronTexac WILLIAMSPEAK STATE of UTAH 1-36 Drilling Activity Report v.....s
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

900 ' 900 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: DailyFootage: DailyRot Hrs: Total Rot Hrs:

3 1 28-Aug-02 583 ' 12.5 12.5
forque: Drag: Rot Wt: PIU Weight: SIO Wt. Last BOP Test: ECD

50 53 48 8/27/02 9.052
Last Casing Size: Set At TVD Shoe Test: Leakoff?

8- 5/8 " 317 . Y N

Cum Rat His on casing:
12.5

cumRat Hrs on casingSince Last Caliper
12.5

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: YP: Gel:
co: MI GEL PIT 8.9 48.0 12.0 12.0 0.6
WL API: HTHP: FC(1/32) APIIHTHP: Solids: % Oil: % Water % Sand: MBT: pH:

12.0 2.0 3.0 0.0 9.7 0.3 11.5
Pm: Pf/Mf Cart): CI: Ca/Mg: Bent: Solids % HGILG: % DSIBent:

.75/.85 250.0 40.0
Engr Service Materialsat ded last

1 74 hrn- GEL - 55 POLY-PAC - 3 S. ASH - 1 LIGNITE - 1

MAXI-SEAL- 1 S-WRAP - 1 TRAILERRENT - 1
Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip Cl: Remarks:

Bit No. 1ADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Fest Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

saa' 12.50 30 110

fotal Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
12.5 12.5

Bit Liner Stroke BBLisTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ.IN Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 115 2.36 192

5 14

Survey MD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

525 ' 1.3

Hrs m
Operations Covering 24 Hours Ending at Midnight

1:00 3:00 04:00 DRILLCEMENT&5' FORMATION,PUMP PRESSURE INCREASE SEP0 0 2002
2:00 4:00 06:00 TOOH & UNPLUGBITNOZZLES,TIHTO SHOE

2:00 6:00 08:00 CIRCULATEWI DP SCREEN INSTALLED REMOVINGCEMENT PLUG RUBBER& PLASTIC DIVISION OF
4:00 8:00 12:00 DRILLFI 322' TP 511' USINGDP SCREEN OIL, GAS AND MINING
2:00 12:00 14:00 TOOH TO SHOE &CHANGEOUT WASHPIPE & PACKING,TlH P/U DC

1:00 14:00 - 15:00 DRILLF/511' TO 525' &SURVEYg 525' = 1-1/4 DEGREE

2:30 15:00 - 17:30 DRILLFI 525' TO 655'

1:00 17:30 - 18:30 REPAIR#1 MUDPUMP (PISTON HEAD)#2 PUMP, CHANGEVALVECAP GASKETS & RINGS

2:30 18:30 21:00 DRILL FI 655' TO 744'

0:30 21:00 21:30 CHANGETO #2 PUMP &CHANGEOUT VALVE&SEAT #1

2:30 21:30 24:00 DRILLFl 744' TO



00NFllENTIAL

24 hr Summary:
DRILL, REPAIRPUMPS, SURVEYS

NO ACCIDENTS,SPILLS OR NEAR MISSES, SAFETYMEETINGW/ ALLCREWS
Operations @0500 Hrs:

DRILLIGWI MUD@ 1100'
EVEN:

13
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:

3 144 72

incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:
(Cumulativel ° (Cumulativel 11 (Cumulatiwn 596 (cumularga 499 (cumulativel -

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Bulk Wt: ChevronTexaco' API Number
too 43-023-30016

MCBU SAUER RIG 30
Rig Phone:

435 749-0958
DrillingRep:

HACKBLANKENSHIP
Field: Lease: Well #: Date:

WILLIAMSPEAK STATE of UTAH 1-36 28-Aug-02

RECEtVED
SEP0 6 2002
DMSION OF

OIL, MS AND



- 00NFIDENllAL
ChevronTexac WILLIAMSPEAK STATE of UTAH 1-36 Drilling Activity Report vm s
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

1,339 ' 1,339 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Footage: Daily Rat Hrs: Total Rot Hrs:

4 1 28-Aug-02 439 ' 12.0 24.5
forque: Drag: Rot Wt: PIU Weight: SIO Wt. Last BOP Test:

8/27/02
ECD

Last Casing Size: Set At: TVD Shoe Test: LeakofPI
8- 5/8 " 317 • Y N

Cum Rat His on Casing:
24.5

Cum Rat Hrs on Casing Since Last Caliper
24.5

Whipstock Set @: KOP:

i.iner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample Fmm: Wt: FV: PV: YP: Gel:co- MI GEL PIT 8.9 40.0 9.0 11.0 0.4
WL API: HTHP: FC(1/32) APIIHTHP: Solids: % Oil: % Water: % Sand: MBT: pH:

10.0 2.0 3.0 0.0 9.7 0.5 8.5
Pm: PflMf Carb: CI: Ca/Mg: Bent: Solids% HGILG: % DSIBent:

.05/.2 250.0 80.0
Engr Service Materialsat ded last

1 24 hrn- GEL - 124 POLYPAC - 3 CAUSTICSODA - 1 LIGNITE- 2

MAXISEAL - 10 S WRAP - 2 TRAILERRENTAL- 1
Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

N/A 30 N/A 30

Bit No. lADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

1,022' 24.50 30 110 3 3 A E I CORE

rotalLength of BHA:
257 ' BHA Description:

CORE BIT - CORE BBL-JARS - XO - 10 DC - XO

DC Size: DP Size: Hours On Hrs Since Lastp. 24.5 24.5

Bit Liner Stroke BBUSTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ IN Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 115 2.36 192

5 14

Survey MD Angle Direction TVD NIS Coordinate EIW Coordinate Vertical Section DLS

987 ' 0.8

Hrs. (From -To) Operations Covering 24 Hours Ending at Midnight
hh:mm

2:00 0:00 - 02:00 DRILLFI 900' TO 1023'

0:30 2:00 02:30 SURVEYg 987' = 3/4 DEGREE

1:00 2:30 03:30 TRANSFERWATER FI RESERVE &WATER TANK

10LOO 3 00 30 CDRILLF/1023'TSOi339',COREPOINT

BECENED
1:00 14:00 - 15:00 SHORT TRIP TO 905' ( 7 STANDS )
0:30 15:00 - 15:30 CIRCULATEFI SAMPLE SEP0 6 2002

U
&HSWE/RVICECRRRESB

RREL & MAKEUP JARS

4:00 19:00 - 23:00 WAITON CROSS OVER SUB OIL,

1:00 23:00 - 24:00 M/UBHA &TlHTO 765', TAG TIGHT



CONFIDENTIAL

24 hr Summary
DRILL, SURVEY, CIRC, SHORT TRIP, CIRC, TOOH, WO XO SUB, TIH

NO ACCIDENTS,SPILLS, OR NEAR MISSES, SAFETY MEETINGWI ALL CREWS
Operations @0500 Hrs:

WASH & REAMWI CORE BITg 1200'
EVEN:

14
Incident Hours: Safety Safety Hrs, Rig: Salety Hrs, Accidents:

3 144 140
Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) - (Cumulmi 14 (cumuim; 740 (cumulativs 639 (cumulative) -

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Bulk Wt: ChevronTexaco ' API Number
100 43-023-30016

Prolit center
MCBU SAUER RIG 30

Rig Phone:
435 749-0958 DrillingRep:

HACKBLANKENSHIP
Field: Lease: Well #: Date:

WILLIAMSPEAK STATE of UTAH 1-36
.7,

29-Aug-02

RECENED
SEP062002
OlvtSION OF

016 MS AND



- CONFIDENTIAL
ChevronTexac WILLIAMSPEAK STATEof UTAH 1-36 Drilling Activity Report v....,
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

1520 1,520 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Foolage: DailyRot Hrs: Tolal Rot His:

6 3 28-Aug-02 181 ' 8.5 33.0
Torque: Drag: Rot Wt: , P/U Weight: S/O Wt. Last BOP Test

8/27/02
ECD

0.114

Last Casing Size: Set At: TVD Shoe Test Leakon?
8- 5/8 " 317 • Y N

Cum Rot Hrs on Casing:
33.0

Cum Rot Hrs on Casing Since Last Caliper.
33.0

Mipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At: MD TVD

Mud Type: Sample From: Wt: FV: PV: 9 Gel:

ço: MI GEL PIT 39.0 9.0 9.0 0.4
WL API: HTHP: FC(I/32) API/HTHP: Solids: % Oil: % Water % Sand: MBT: pH:

11.6 2.0 3.0 0.0 9.7 0.5 9.0
Pm: Pf/Mf Carb: CI: Ca/Mg: Bent: Solids % HGILG: % DS/Bent:

.05/.2 250.0 80.0
Engr Service Materialsa<dedlast

24 hrn;

Ditg Gas: 25-45 Max Gas: Conn. Gas:
N/A N/A

Trip ci: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

33.00 30 110

Total Length of BHA:
458 ' BHA Description: BIT-BITSUB-16 DC-XO

DC Size: DP Size: Hours On Hrs Since Last
33.0 33.0

Bit Liner Stroke BBUSTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ.IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 0 0.00 192

5 14

Survey MD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

1475 1.3

Hrs. (From -To) Operations Covering 24 Hours Ending at Midnight
hh:mm

6:00 0:00 - 06:00 WASH & REAMF/ 765' TO 1339', BRIDGEg 922, 1020, & 1130'

2:00 6:00 - 08:00 TAG BOTTOM@ 1339', CIRCULATE &TRY TO REAM,CORE BBLPLUGGED R = CF V = 3
1:00 8:00 09:30 TOOH WI PLUGGED CORE BBL

2:00 9:30 - 11:30 RETRIEVE5' CORE LIME,NO COAL

2:00 11:30 - 13:30 TIH& REAM97' TO BOTTOM @1345'
UIViblON UN

8:00 13:30 - 21:30 DRILLFl 1345' TO 1500' OIL, CADANDMINING
0:30 21:30 - 22:00 SURVEYg 1475' = 1-1/4 DEGREE

1:30 22:00 - 23:30 TOOH TO DC LAYINGDOWN 6 JTS DP, RUN 3 STANDS DC OUT OF DERRICK,( NEED MORE BI

23:30 - 24:00 DRILL F/ 1500' TO 1520' W/ 30000 WOB & 120



CONFIDENTIAL

24 hr Summary:

NO ACCIDENTS,SPILLS, OR NEAR MISSES, SAFETYMEETINGW/ ALL CREWS
Operations @0500 Hrs:

DRILL g 1750
EVEN:

15
Incident Hours: Safety Safety Hrs, Rig: Safety His, Accidents:

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumuistivel ¯ (Cumulativel 17 (cumulative; 884 <cumulat¡ysi 784 (Cumulativel -

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Fuel: Bulk Wt ChevronTexaco% API Number
200 43-023-30016

Profit center
MCBU

Rig:
SAUER RIG30

Rig Phone:
435 749-0958

DrillingRep:
HACK BLANKENSHIP

Field: Lease: Well #: Date:
WILLIAMSPEAK STATE of UTAH 1-36 30-Aug-02

RECEIVED
SEPO62002
DMSION OF

OIL, GAS AND



CONFllENTIAL
ChevronTexac WILLIAMSPEAK STATE of UTAH 1-36 Drilling Activity Report v.... s
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

2,000 ' 2,000 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: Daily Footage: DailyRot Hrs: Total Rot Hrs:

6 3 28-Aug-02 480 ' 10.5 43.5
Torque: Drag: Rot Wt P/U Weight: S/O WL Last BOP Test ECD

9.252
Last Casing Size: Set At: TVD Shoe Test LeakolPP

8- 5/8 " 317 . Y N

Cum Rot Hra on Casing:
43.5

Cum Rot Hrs on Casing Since Last Caliper
43.5

Mipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At MD TVD

Mud Type: Sample From: Wt: FV: PV: 9 Gel:
co: MI GEL PIT 9.1 48.0 14.0 12.0 ## 0.4
WL API: HTHP: FC(1/32) APIIHTHP: Solids: % Oil: % Water % Sand: MBT: pH:

9.8 2.0 4.0 0.0 9.6 0.5 8.2
Pm: Pf/MP Carb: CI: Ca/Mg: Bent: Solids % HGILG: % DSIBent:

0/.25 200.0 120.0
Engr Service Materialsat ded last

i g4 y g,
GEL-49 POLYPAC-3 POLYPLUS-1 CEDAR FIBER-3

MAXISEAL-3 SWRAP-1 TRAILERRENTAL-1
Ddg Gas: Max Gas: Conn. Gas: Trip Gas: Trip CI: Remarks:

Bit No. IADC Size Manufacturer Serial Number Type Jets TFA MD In MDOut TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

1,683' 43.50 30 110 4 4 BT O E I WT TD

Tatal Length of BHA:
458 ' BHA Description: BIT-BITSUB-16 DC-XO

DC Size: DP Size: Hours On Hra Sinœ Last
yg. 43.5 InsPFlion. 43.5

Bit Liner Stroke BBLISTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ.IN. Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 117 2.41 192

5 14

Survey MD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

1,973 ' 1.3

Hrs. (From -To) Operations Covering 24 Hours Ending at Midnight
hh:mm

2:30 8:30 11:00 DRILLFI 1854" TO 2000' ( TD )
0:30 11:00 - 11:30 SHORT TRIP ( 5 STANDS ) SEPU6 2002
2:30 11:30 - 14:00 CIRCULATE & DROP SURVEY, TOOH, SLM, SURVEY MISSFIRED DWISION OF
3:30 14:00 - 17:30 SAFETY MEETING,RIUSCHLUMBERGER& LOG W/ PLATFORMEXPRESS, LOGGERÛÅglGÄg;2ANDWMNO
1:30 17:30 - 19:00 TIH WI BIT # 1RR &CIRCULATE,WAIT ON LOGGINGTOOLS, FMI & DIPOLESONIC IMAGER

0:30 19:00 - 19:30 SURVEY g 1973' = 1-1/4 DEGREE

0:30 19:30 - 20:00 CIRCULATEFI LOGS

1:30 20:00 - 21:30 TOOH FI WIRELINE LOGS

2:30 21:30 24:00 SAFETYMEETING,P/U FMITOOL, TIH&



NFilENllAL

24 hr Summary:
DRILL,SHORT TRIP, CIRCULATE,TOOH, LOG

Operations @0500 Hrs:
PREPARE TO LAYDOWN DC & SET CEMENT PLUGS

EVEN:
16

incident Hours: Safety Safety Hrs, Rig: Safety Hrs, Accidents:
4 144 gy. 110

Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:
(Cumulative3 (Cumulative) 21 (Cumulativel 1,028 (cumulativ,p 894 (Cumulative) ¯

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Fuel: Bulk Wt ChevronTexaco% API Number
200 43-023-30016

Profit center
MCBU SAUER RIG 30

Rig Phone:
435 749-0958 DrillingRep:

HACK BLANKENSHIP
Field:

WILLIAMSPEAK
Lease:

STATEof UTAH 1-36 Date: 31-Aug-02

RECEIVED
SEPO6 2002
DIVISIONOF

OIL,GABAND



00NFilENllAL
ChevronTexac WILLIAMSPEAK STATE of UTAH 1-36 Drilling Activity Report v....s
Measured Depth: TVD: PBTD: Proposed MD: Proposed TVD:

2,000 ' 2,000 ' 2,000 ' 2,000 '
DOL: DFS: Spud Date: DailyFootage: Daily Rot Hrs: Total Rat Hrs:

7 4 28-Aug-02 0 ' 43.5
Torque: Drag: Rot Wt: PIU Weight: SIO Wt. Last BOP Test: ECD

8/27/02 9.227
Last Casing Size: Set At: TVD Shoe Test: Leakof?

8- 5/8 " 317 . Y N

Cum Rat Hrs on Casing:
43.5

Cum Rat Hrs on Casing Since Last Caliper
43.5

Whipstock Set @: KOP:

Liner Size: Set At: TVD Liner Top At MD TVD

Mud Type: Sample Fmm: Wt: FV: PV: 9 Gel:
co: MI GEL PIT 9.1 45.0 12.0 10.0 ## 0.4
WL API: HTHP: FC(1/32) API/HTHP: Solids: % Oil: % Water % Sand: MBT: pH:

9.6 2.0 4.0 0.0 9.6 0.3 8.0
Pm: PflMf Carb: CI: Ca/Mg: Bent: Solids % HGILG: % DSIBent:

0/.25 200.0 120.0
Engr Service Materialsat ded last

1 74 hm. GEL-12 SODA ASH-1 LIGNITE-1 MAXSEAL-1

PALLETS-18 S.WRAP-14 TRAILERRENTAL-1
Drig Gas: Max Gas: Conn. Gas: Trip Gas: Trip Cl: Remarks:

Bit No. lADC Size Manufacturer Serial Number Type Jets TFA MD In MD Out TVD Out

1RR 527 7 7/8 HTC 5002406 EP4950 14 14 14 0.451 317'

Feet Hours WOB RPM I-Row O-Row DC Loc B G Char ?Pull Cost/Ft

1,683' 43.50 30 110 4 4 BT O E I WT TD

fatal Length of BHA: BHA Description:

DC Size: DP Size: Hours On Hrs Since Last
4. 43.5 lil?Fiinfl. 43.5

Bit Liner Stroke BBLISTK SPM Pressure GPM Jet Vel DP AV DC AV Bit HHP BHHPISQ IN Pump HHP

1RR 6 16 0.145 60 900 365 259 144 144 117 2.41 192

5 14

SurveyMD Angle Direction TVD N/S Coordinate ElW Coordinate Vertical Section DLS

1:30 2:00 03:30 TIHWI 8 STANDS DC
1:00 3:30 04:30 CIRCULATE WI SLOW PUMP RATE

3:00 4:30 07:30 SAFETY MEETING,R/U LAY DOWN CREW & LAY DOWN DC, RIG DOWN DIVISION OF
1:30 7:30 -09:00 TIHWl24STANDSDP OILGASAND MINING
2:30 9:00 - 11:30 CIRCULATEWI SLOW PUMP RATE

1:00 11:30 - 12:30 SAFETY MEETING,R/U DOWELL, TEST LINES& PUMP 200' PLUG FI 1400' TO 1600', 60 SKS "G"CEMENT

1:00 12:30 - 13:30 TOOH W/ 4 STANDS DP, TOOH L/D20 JOINTS DP, OPEN END DP @622'

1:00 13:30 14:30 PUMP 30 SK "G"CEMENT, 100' PLUG

0:30 14:30 - 15:00 L/D20 JOINTS DP, TIHWI 4 STANDS DP & LAYDOWN 5 JTS, OPEN END g 90'

1:00 15:00 16:00 PUMP 73 SK "G"CEMENTPLUG, 350', 4 BBLCEMENTTO SURFACE

5:00 16:00 - 21:00 NIPPLE DOWN BOP &CLEANMUDTANK,RIG RELEASEg 2100 HOURS 9/1/02
- P& A PROCEDURE APPROVEDVERBALLY BY DUSTINDOUCETOF UTAHOG&M



CONFllENTIAL

24 hr Summary
LOG, TIH,CIRC, LAY DOWN DRILL STRING CEMENT PLUGS, RELEASE RIG

NO ACCIDENTSSPILLS, OR NEAR MISSES, SAFETY MEETINGWI ALLCREWS
Operations @0500 Hrs:

RIG DOWN & PREPARE FOR MOVETO STATEof UTAH1-20
EVEN:

17
Incident Hours: Safety Safety Hrs, Rig: Safety Hrs. Accidents:

4 144 94
Incident Hours: Safety Mtgs: Safety Hrs, Rig: Safety Hrs, Others: Accidents:

(Cumulative) ¯ (Cumulatim) 25 (cumulativel 1,172 (cumulatik1 OSS (Cumulative) ¯

WBS Element No. (Drig)
UWDCBE2000DRL

WBS Element No. (Comp)

Bulk Wt: ChevronTexaco% API Number 43-023-30016

MCBU SAUER RIG 30
Rig Phone:

435 749-0958
Drilling Rep:

HACK BLANKENSHIP
Field: Lease: Well #: Date:

WILLIAMSPEAK STATE of UTAH 1-36 1-Sep-02

RECEIVED

DIVI ON OP014 GASAND



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES ,

DIVISIONOF OIL, GAS AND MINING
'

ENTITY ACTION FORM

Operator: ChevronT.eusco Ñ 5Ñ & . Operator Account Number: N ÚÄ /d
Address: 11111 S. Wilcrest Drive

CÍtYHouston

state TX zip 77099 Phone Number: (281) 561-4860

Well 1
API Number Well Name QQ Sec Twp Rng County
4302330016 Utah State 1-36 SENW 36 15S 1.5 kl Juab

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A gg gg g | jf ‡{ 8/28/2002 g - g - og
Comments:

Well2
API Number Well Name QQ Sec Twp Rng County
4302330019 Utah State 1-20 NENE 20 16S TW Juab

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number EffectiveDate

A ýg /ff‡f 9/3/2002 g sy-gya
Comments:

WellMI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Don Hamilton
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re·assign well from one existing entity to a new entity Signature
E - Other (Explain in 'comments' section) Agent for ChevronTexaco 9/4/2002

RECEIVED "''• ·•

(&2000)

SEP0 6 2002

OIL,GD
S

NDOMNING



FORM9 STATE OF UTAH
- CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING
5 Lease Designation and Serial Number

ML-48428

SUNDRY NOTICES AND REPORTS ON WELLS 6 Ifindian,AllotteeorTribeName:

N/A
Do not use this form for proposals to drill newwells, deepen existingwells, or to reenter pluggedand abandoned wells. 7 Unit Agreement Name:

Use APPLICATION FOR PERMIT TODRILL OR DEEPEN form for such proposals. N/A
1 TypeofWell: OIL 0 GAS El OTHER: 8 WelINameandNumber

Utah State 1-36
2 Name of Operator 9 API Well Nunbec

ChevmnTexaco 43-023-30016
3 Address and Telephone Number 10 Field or Pool, or Wildcat

11111 S. Wilcrest Drive. Houston. Texas 77099 281-561-4860 Wildcat
4 Location of Well

sootao•• 2,100' FNL, 3,300' FEL Juab
QQ. Sec , T , R , M.: State:

SE/4 NW/4, Section 36, T15S, Rl.5W, SLB&M Utah
il CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Subnit in Duplicate) (Submit Original Form Only)

O Abandon 0 New Construction 0 Abandon * O New Construction
0 Repair Casing 0 Pull or Alter Casing O Repair Casing 0 Pull or Alter Casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O Convert to Injection 0 Reperforate O Convert to Injection 0 Vent or Flare
0 Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off
0 Multiple Completion 0 Water Shut-Off [I Other Spud Notice
0 Other Date of work completion
Approximate date work willstart

Report results of Multiple Completions and Recompletions to different resenoirs on WELL
COMPLETION OR RECOMPLETION REPORT AND LOG form.
* Must be accompaniedby a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and gWe pertinent dates. Ifwell is diectionally drilled, give subsurface locations and measured and true
vertical depths for allmarkersand zones pertinent to thiswork.)

The Utah State 1-36 well was spud August 28, 2002.

Sauer is the drilling contractor utilizing rig 30.

Drilling reports will follow under a separate cover.

RECElVED
SEPD62002

DIVISION OF ,

OIL, GAS AND MINING L
13.

Name&Signature: Don Hamilton a... Title: AgentforChevronTexaco Date 9/4/02

(This space for state use



FORM 9 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5 Lease Designation and Serial Nunber

ML-48428

SUNDRY NOTICES AND REPORTS ON WELLS 6 Irindian,AllotteeorTribeName:

N/A
Do not use this form for proposals to drill new wells, deepen existingwells, or to reenter plugged and abandonedwells. 7 Unit Agreement Name:

Use APPLICATION FOR PERMIT TODRILL OR DEEPEN form for such proposals N/A

1.TypeofWelt OIL O GAS El OTHER: 8 WelINameandNumber

Utah State 1-36
2. Name of Operatot 9 API Well Number

ChevmnTexaco 43-023-30016
3. Address and Telephone Number 10. Field or Pool, or Wildcat:

11111 S. Wilcrest Drive. Houston. Texas 77099 281-561-4860 Wildcat
4. Location ofWell

Footages 2,100' FNL, 3,300' FEL county: Juab
QQ.Sec., T , R., M.: State:

SE/4 NW/4, Section 36, Tl5S, Rl.5W, SLB&M Utah
11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit In Duplicate) (Submit Original Form Only)

O Abandon O New Construction E Abandon * O New Construction

O Repair Casing O Pull or Alter Casing 0 Repair Casing 0 Pull or Alter Casing

O Change of Plans O Recomplete O Change of Plans O Reperforate

O Convert to Injection 0 Reperforate O Convert to Injection 0 Vent or Flare

O Fracture Treat or Acidize O Vent or Flare 0 Fracture Treat or Acidize O Water Shut-Off

0 Multiple Completion 0 Water Shut-Off O Other
O Other Date of work completion
Approximate date work willstart

Report results of Multiple Completions and Recompletions to different reservoirson WELL
COMPLETION OR RECOMPLETION REPORT AND LOGform.

* Must be accompaniedby a cement verification report

12. DESCRBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface locations and measured and true
vertical depths for allmarkers and zones pertinent to thiswork.)

ChevronTexaco intends to plug and abandon the Utah State 1-36 weH. RECElVED
Following is a list of geologic tops encountered during drilling:

Flagstaff 1,011' EI 2
North Horn 1,282' UNISION OF
TD 2,017'

OIL, GAS AND MINING
Following is a description of the plugging procedure:

1st Plug set a 200' plug at 1,600' to 1,400' - 60 sks Class G cement (10 bbls)
2nd Plug set a 100' plug at 650' - 30 sks Class G cement (6 bbls)
3rd Plug from 350' to surfacw73 sks Class G cement (15 bbls) (4 bbls to surface)

Attached please find the cement service job report plugging the weH to state specifications.
A dry hole marker meeting state specifications was welded to the casing.
Reclamation will commence as soon as practical by ChevronTexaco

13.

Name & Signature: Don Hamilton Agent for ChevronTexaco oute:



_
Cementing Service Report

40.gvien «¾©ça 2, anobretato
Wu# ¿nentius Smaa Samummerger Lesenen aan stars

STATE OF UTAH 1·36 Vemai, UT 2Q02-Sep-01
FioM Fennagon NamelType Devi den miOl-o Wei MD WeN WD

WLLIAMS PEAK * in 2,000 a 2,000 A
oeunty amurrevinse àNP sitet anot paraprena.oradians

,ãueb UT pu 110"F 105'F point

Aig A-mm negliedWar dimrutma tas tampm e assa, in smaagate mm samada 9thwekel

Gas umd 2000 5.5 17 KSS ORD
Gibbele 3eas Webdiese Welipps

New Dowlopment ‡Ipg
orimagHMid ig‡* $N. *A¥AU AIBUMOVit g Dep . ME IM IWik FWÀ$ TAf0Ad

heal
Serv¾eMme ,9.& Type

samu atiname; Trabing mooemosta Mose. AWeemed Ausw. Booteuse WieMMead Oewneedens Ve a eebessa, ope No. • bed. T.eNet ie4+rvaal

4000 poi pet 4" FH DP pin 11
Servlee letstrustens Diameter
Pa.UG TO ANANOAN. in
PLUGWELLAS PER CLIENTS REQUEST- osun oispineament ranker Type Paoher ospä,
SET ÞLUG BET A 2OG Di_UG g 180&-4400*. Bo gKO CLAGG O CSMENT4 Casing 10 bbb ftYIEL.D1.10 WITW 214 5901.
2NDPI,,UGBET A 100' PLUGg 650'. 30 SKS, ppóL Tusing vol. c..ing vet aan.lar voi, opensleisvet
3RD PLUGFROM 350'TO SURFACE. 19 - IfÑL bbl bbi bbi bbi

casinern.u..a......s a umaavar..ameer..n.s.s ener ase.-un.eg Casing Toots 09ueeze Job
Lin Pressurei pg¡ Bhoe Type: aquaeseType

Ro. Ceniralizam: Top ings: Bonoin Pings: Onge teet type: Tool Depger g
Gemelli Naad Type. Slag* Toot Depth; Teil Plpe ame: in

Job Seheduled Por. Arrived en Leessem Leave Lammiem Getar Type. Tau VtpaDepm:

RE ÑËRÑÑM
20W Sep41 12:14 46 0.0 a.34 0.0 0 0 0 Hold Safety meeting
2002-Sep44 12;14 Start Job
2002-Segel 12:14 41 0.0 8.34 0.0 0 0 0
2002,Sep-01 12:16 Pressure Test Unes
2002-Sep-01 12:16 48 0.0 8.34 0.0 0 0 0
2002-Bep.0112:16 41 0.0 8.34 0.0 0 0 0
2002-Sep-01 12:17 1039 0.2 8.35 0.0 0 0 0
2003-Bep41 12:18 65 0.0 6.36 0.1 0 0 0
2002-Sepet 12:18 Start PumpingSpacer

9024ep41 12.10 114 0.0 0.35 0.1 0 0 0
2co2-eewas 12:2o too s.o e.as 2.s o o o
2002-Sep·01 12:23 114 3.0 8.38 7.2 O O O
20024ep41 1; Shutdown batch un
2002-Sepet i 238 04 8,36 8.8 0 0 0
20&Sep411 1 3 101 0.0 8.36 8.8 0 0 0
2002Æœ¡s.dH 12 23 Reest Total, Voi - 0.01 bbi
2002-Sep-01 12 23 Os 0,0 8.35 Oh 0 0 0
2002.Sap.01 12 25 OS 0.0 8.40 0.0 0 0 0
ades-eep-of 18.20 Sten Gemem aluny
2 1 42:20 96 0.0 14.92 0.0 0 0 0
2002-Sep.01 12:25 142 2.6 15.43 0.7 0 0 0 80 ska 12 bble
2002-Belw01 12:28 142 3.4 16.19 5.7 0 0 ( 0

sepLates Wats aus-sa Page 1 of



00NFlDENTIAL
was ri... i. e... c......r .ibb iÑ- BM

81N E OF UTAH94630 W ILLMMSPEAW Ozz 4,sep.01 CHE'"RONTEXACO 8084 4 50

EMERRE MEN
2002459-01 12 20 142 3.4 15.89 10.8 0 0 0
20024ep•01 12:30 96 3.4 16.81 12A 0 0 0
2002L.Bep41 12:30 EndComentSimry
2003.$ep41 12:30 78 34 15.79 12.6 0 0 0
20024ep.01 12:30 Stait Displacement 13 bbis
20024ep.01 12 30 37 2.0 15.75 12.8 0 0 0
20024ep.01 12:50 Roset Total, Vei•i2.01 bbi
20024epel 12:31 101 3.4 841 2.2 0 0 0
200E-Ospel 12:32 Go 2.1 8.54 SA 0 0 0

Sep.04 12:23 €nd Dispimumment
2002¾1 12:33 32 0.0 SA0 7.2 0 0 0
20024ep 01 12:33 Reset Tatal, Val = 7.18 bbi
2002-Sep·01 12;33 37 0.0 8.40 7.2 0 0 0
2002-Sep41 13:Si Start Pumping Spacer 10 bbis
2002-#rep41 13:51 46 0.0 8.38 0.0 0 0 0
2002-Sepet 15:R 105 3.4 8-33 2,5 0 0 0

13:53 106 3Ä 8,35 7.6 0 0 0
2002-Sep41 13:54 End Spanerzuuz-aap·ul 13:Be se 0.0 8.35 9.7 0 0 0
none og nt 13:54 80 0.0 8.86 0.7 0 0 0
20024ep.et 13:54 Shutdownbatch up
20R-Sep41 13:54 68 0.0 8.38 0.1 0 0 0
30024ep-Oi 13:64 Reset Totsi, Vol = 9.65 bbi
2002-Sep-01 13:55 49 Oh 8.63 OA O O O
2002-Bapet 10.50 Siert Cement sturry
2002-Sepel 13:56 73 0.0 15.71 0.0 0 0 0 30 ska 6 bble
20024ep-01 13:50 ÑÏ 3.4 16.06 1.0 0 0 0
2002-Bep-01 13:57 End CementSiurry
200f-$dp·01 18:57 156 3.4 15.60 4.9 0 0 0
2002-Sep-01 13:58 Start Dispiscement 5 bbiaauss,4ep-up n:es 540 m,4 10.05 5.0 0 0 0
2OR.Sep·01 13:56 106 3.4 8.72 8.1 0 0 0
20024ep-01 13:58 87 0.0 5.39 8.1 0 0 0
2002-Sep-01 la'48 End Dispiegement
2002-Bepai 13:50 Shuidown
21W4ep41 13·88 32 0,0 8.39 6.1 0 0 0
2ÔO2 ap 04 tÃÑ Staura Passempirig spouer 10 DDie
2002·Sep·01 14:58 40 0.0 8.36 0.0 0 0 0
2002•8ep-Oi 14:56 105 3.4 8.33 2.1 0 0 0
20M·8epdf 14:68 32 0.0 0.35 6.7 0 0 0
200t•$spd4 14:$$ Shutdownbatch up
2002-Bep-01 14:58 46 AD 8.44 5.7 0 0 a
20024epet 14:58 Roset Talal, Vol - 5-74 bbt
2002-Sep·01 14:58 46 0.0 11.02 5.7 0 0 0
2002•8-pdf 14:59 46 0.0 15.44 0.0 0 0 0 73ske is&bis
2002-Sep41 14:58 Start ömmentSturry
20024ep·GT 14:59 133 1.0 10.06 0.2 0 0 0

1 meio e rue o.« 19.ut 4.0 0 0 4 bble ampuurg asomfous
20034ep-01 16:02 151 3.4 14.79 9.6 0 0 0 saaridispiacement i bbi
200E-Sep01 1515 41 0.0 9.24 10.7 0 0 0
2002·8ep.01 16:06 End Job
200a oi 16:05 4e o.o a.se 10.7 o o o

se 1,2002wmees.sos.en Page 2 of



AoW Mioid a enn hemmalummm .igh Musalia

sTATEOF UTAlf # 8 WW&lAMSPEAK 023460ep4M CHEVROKTEXACO EGES 12#9

Masemam

Aurage Pump Ratso, bpm Volumeof Fluidinjected, bbi
Iwesy MO --4 Man.3muun Mete Tetmi Aleswry Bud Upeone Gis

2.8 3 37 30
TreatingPressure Summary,pai Breakdown Fiuld

usumum staat Avesmos samprug en a..andemn v•iumn o.m.ny
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STATE OF UTAH AMENDEDREPORT FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48428

6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
la. TYPE OF WELL:

W LL
SL DRY OTHER 7. UNI/Tor CA AGREEMBIT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:
EL HORZ. EP-

TRY
FSFVR

OTHER Utah State 1-36

2. NAMEOF OPERATOR: 9. API NUMBER:

ChevronTexaco 4302330016
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

11111 S. Wilcrest CITY Houston svATE TX 77099 pg}1p61-4894 Wildcat
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,PEAIOD MERIDIAN:

ATSURFACE 2100' FNL, 3300' FEL EXPIRED SENW 36 15S 1.5
AT TOP PRODUCNG INTERVALREPORTED BELOW

¯ ÖsS
12. COUNTY 13. STATE

AT TOTALDEPTH: SAME Juab UTAH

14. DATESPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

8/28/2002 8/31/2002 ý' p
ABANDONED READY TO PRCDUCE

18. TOTALDEPTH: MD 2,017 19. PLUG BACK D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANYT* 21. DEPTH BRIDGE MD
PLUG SET:

TVD TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Subml copy of each) 23.

WAS WELL CORED? NO YES (Submã anads)
WAS DST RUNT NO YES (Subma report)

DIREC110NAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD geport all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM(MD) STAGEDCEMENTER CNO ONF
SA S VO BBL) CEMENT TOP ** AMOUNTPULLED

25. TUBING RECM

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING IN1ERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Open Squeezd

(B) Open Squeezd

(C) Open Sqwd

(D) Open SqwW

28. ACID, FRACTURE, TREATMENT,CEMENT SOUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSED ATTACitlENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER: es e- y
Nrk IVFD

(5/2000) (CONTINUED ON BACK) NOY25 2002
DiVISION OF

OIL, GAS AND



31. IMTIAL PRODUCTION INTERVALA (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHCD:
RATES: O

CHOKE SIZE: TBG. PRESS CSG. PRESS. PI GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATEs: O

INTERVALB (As shom in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHCD:
RATEs: O

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: 0

INTERVALC (As shom in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATEs: O

CHOKE SIZE: BG. PRESS CSG. PRESS. PI GRAVITY BTU - GAS IL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: O

INTERVALD (As shom in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHCD:
RATES: O

CHOKE SIZE: TBG. PRESS CSG. PRESS. Pi GRAVITY BTU - GAS OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: O

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (include Acpilfers): 34. FORMAllON (Log) MARKERS:

Show all important zones of porosity and contents thereof Cored intervals and all dril-stem tests, including depth interval
tested, cushionused, timetool open,flowmg and shut-inpressures and recoveries.

Formation M Descriptions, Contents, etc. Name (Measured Depth)

35. ADDmONAL REMARKS (include plugging procedwe)

36. I hereby certify that the foregoing and attached biormation is complete and correct as determined from all available records.

NAME(PLEASE PRIN, Ian Kephart TITLE P9tfOleum Engineer Je ,B L½ sÄ
SIGNATURE DATE 11/21/2002

This report must be submitted within 30 days of
e completing or plugging a new well e reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR),calculated(CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340 ECE IVED
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801 NOV25 NW

(5/2000) DivlSION OF
L GAS AND
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